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APPLICATION CONSIDERATIONS

Installation Guidelines

TURCK's powerfast™ products are easy to

install by following a few simple guidelines:

® [tisimportant to know the electrical requirements of the
application and to select a cordset that has the proper amperage
and voltage ratings for the application.

Cables must be supported to prevent movement on the
equipment. Per NFPA 79, the cable must be supported every 12
inches in a non-vertical run, every 36 inches in a vertical run and
every 18 inches when suspended in air. The cable should also be
supported at any connection points or terminations.

® The cordsets are not intended for disconnection under load.
TURCK offers powerlok fittings that prevent the possibility of
disconnection. These fittings are not required for use, but can be
used as a precautionary measure.

e Power should never be supplied from the male connector.
The source of power should always be supplied from the
female connector.

e Use TURCK closure caps to protect connectors from damage
or dirt when not connected.

Note: Consult NFPA 79 (Electrical Standard for Industrial Machinery) for required over current protection of
conductors and other selection and installation guidelines for industrial machine applications.

Cable Options

TURCK offers multiple cable options for the powerfast products. The
majority of TURCK’s powerfast products use cables that carry a tray
rated, exposed run (TC-ER) approval. Select TURCK powerfast
products may carry an additional STOOW cable approval, although
versions that carry the STOOW and TC-ER approval are also available
as TC-ER only.

Estimated hp ratings for D-Size powerfast

Both the STOOW/TC-ER cable and the TC-ER only cable version are
premium cable offerings, however, the TC-ER only version has a
slightly reduced cable outer diameter. This feature offers more
flexibility and is a more cost effective solution. This cable option
can be designated by adding a “/S4000” to the end of the part
description where applicable.

(Based on 85% motor efficiency and 90% power factor.)

Single Phase (2 Current Carrying Conductors)

PinCount |  Awg | Cument | Voktage | Power

230 9

10 AWG 40 460 18

575 23
230 7

3-pin 12 AWG 30 460 14
575 17
230 6

14 AWG 27 460 12

575 15

Three Phase (3 Current Carrying Conductors)

PinCount |  AWG | Quent | Voltage | Power
230 13
10 AWG 35 460 26
575 32
230 11
4-pin 12 AWG 27 460 22
575 27
230 9
14 AWG 23 460 18
575 23

Note: These tables are theoretical values and are for reference only. Values will vary based on load conditions, as well as condition, age and type of motor.
Please consult a qualified electrician for specific product sizing requirements. Current limits for conductor gauge size taken from NFPA 79 2007 edition.

2 B2300

www.turck.com - 1-800-544-7769 . Fax:(763)553-0708 « TURCK « Minneapolis, MN 55441



A-SIZE 7/8" powerfast™ CONNECTIVITY

Part Number Keys

Cordset and Receptacle Specifications
Cordset and Receptacle Selection Matrix
Cordset and Receptacle Dimensions
Cordset and Receptacle Pinouts

Closure Caps

powerlok Accessories

Disconnect Switch

0 00 N OO0 o0 U1 »nn b

e |deal for small motor applications

¢ 3and 4-pin

e 14 AWG conductors

e Upto 21 Amp, 600 Volt rated

¢ Dual rated TC-ER and STOOW cable

e “/S4000” TC-ER only cable option available
e NEMA 1,3,4,6P protection

e |[ECIP67 protection

www.turck.com - 1-800-544-7769 . Fax:(763)553-0708 « TURCK « Minneapolis, MN 55441
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A-Size 7/8" powerfast™ Connectivity

NI
A IMESIL.

A-Size 7/8" powerfast Cordset Part Number Key

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

A-Size 7/8" powerfast Cordset

R

KM 34| - [*M| /S..

R =straight
W =right angle

Gender

Varieties

(blank) =TC-ER STOOW cable jacket /
S4000 =TC-ER cable jacket

/S.. = consult factory, special
/CS.. = consult factory, special

K =female connector, female threads
S = male connector, male threads
Y =male connector, female threads

Coupling Nut Material

Length in Meters

Number of Wires / AWG / Color Codes

34 =3x14 AWG GN, BK, WH

(blank) =nylon
M = nickel plated brass
\ =316 stainless steel (hex)

Extension Example:

44 =4x14 AWG BK, WH, RD, GN

Insertion Point of Extension Cable 2nd Prefix*

* Male connector listed 1st, female connector 2nd
Example: RSM RKM 44-2M

A-Size 7/8" powerfast Receptacle Part Number Key

A-Size 7/8" powerfast Receptacle

R

K| F|V 34 |- *M| /NPT | /S..

Gender

Varieties
/S.. = consult factory, special
/CS .. = consult factory, special

K =female connector, female threads
S = male connector, male threads
X =female connector, male threads

Designator for Receptacle

Connection Thread

/NPT =7%-14 NPT threads

Length in Meters

Housing Material

Number of Wires / AWG / Color Codes

34 = 3x14 AWG GN, BK, WH

(blank) = nickel plated brass

K = nylon
\Y = 316 stainless steel
4 B2300

44 = 4x14 AWG BK, WH, RD, GN
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A-Size 7/8" powerfast™ Connectivity Twrcs

Industrial
Automation

A-Size 7/8" powerfast Cordset Specifications

Mechanical Electrical
Mold material/Color: PUR/Black Contact material: Brass or copper with gold plating
Contact carrier material: PUR Cable jacket material/Color:

Standard: TC-ER STOOW Black

Coupling nut material:
Standard: Nickel plated brass
Additional options: Nylon Ratings: 18-21 Amps, 600 VAC
316 stainless steel

Environmental protection: NEMA 1, 3, 4, 6P and IEC IP67 ‘S P®

Temperature rating: -40 to +90°C (-40 to +194°F)

Additional options: TC-ER Black (/S4000 version)

A-Size 7/8" powerfast

A-Size 7/8" powerfast Receptacle Specifications

Mechanical Electrical
Contact carrier material: PUR Contact material: Brass or copper with gold plating
Housing material/Plating: Conductor insulation: PVC
Standard: Nickel plated brass Ratings: 18-21 Amps, 600 VAC
Additional options: Nylon
316 stainless steel
. . P:
Environmental protection: NEMA 1, 3,4, 6P and IEC IP67
Temperature rating: -40 to +105°C (-40 to +221°F)
A-Size 7/8" powerfast Cordset Selection Matrix
&= - S~
——— - .
e ;:::"W
Straight Female Straight Male Right Angle Female Right Angle Male
Pins AWG | Current Rating TC-ER STOOW TC-ER STOOW TC-ER STOOW TC-ER STOOW
3 14 21 RKM 34-*M RSM 34-*M
4 14 18 RKM 44-*M RSM 44-*M
Pins AWG | Current Rating TC-ER TC-ER TC-ER TC-ER
3 14 21 RKM 34-*M/S4000 RSM 34-*M/S4000 WKM 34-*M/S4000 WSM 34-*M/S4000
4 14 18 RKM 44-*M/S4000 RSM 44-*M/S4000 WKM 44-*M/S4000 WSM 44-*M/S4000

A-Size 7/8" powerfast Receptacle Selection Matrix

Front Mount S AN
Female Male
Pins AWG | Current Rating 1/2-14NPT Mounting Thread 1/2-14NPT Mounting Thread
3 14 21 RKF 34-*M/NPT RSF 34-*M/NPT
4 14 18 RKF 44-*M/NPT RSF 44-*M/NPT

* Length in meters. Standard cable lengths are 2, 5 and 10 meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Note: Extension cables are available, please consult Part Number Key (page 4).
Standard coupling nut material is nickel plated brass. Consult Part Number Key (page 4) for nylon and 316 stainless steel options.
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A-Size 7/8" powerfast™ Connectivity I s
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A-Size 7/8" powerfast Cordset and Receptacle Dimensions

1 RKM.. 2 RSM

jﬂrosz [27.0] [—72.697 [sa.sjﬂj—m.;ss [27.0]

7/8-16UN E%.a[}%» — 7/8-16UN
i ]

3 WKM.. 4 WSM..

l-—zue [54.0] ——=t l-—z.ue [54.0] —»
|

1.583 [40.2]

2.559 [65.0]

1.720 [43.7]

L{?{u [26.0]

_iL 'I?m.f)% [26.0]
/8-16UN
5 RKF..*/NPT.. 6 RSF..*/NPT..

1.181 [30.0] —= 1.150 [28.2]
650 [16.5] =~ 0.988 [25.1] 500 [12.7] = [~ 0.988 [25.1]
1/2—14NPT—L —T 1/2—I4NPT—L -

%_ 7/8-16UN _f
HI— i
=

©1.142 [29.0] — 7/8-16UN

|

r 1.000 [25.4] r _f J
A-Size 7/8" powerfast Cordset and Receptacle Pinouts
3-Pin Pinouts 4-Pin Pinouts

Female Male Female Male

BK
WH

2 3 3 2 .
1. GN 2 3 3 >
2. BK '
3. WH ’
1 4 4 1 - N

AWN o
)
o
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A-Size 7/8" powerfast™ Connectivity

TUWFECET

Industrial
Automation

A-Size 7/8" powerfast Closure Cap Selection Matrix

7

8

10

11

12

Mates to male
cordsets and
receptacles

Mates to female
cordsets and
receptacles

Mates to male
receptacles

Mates to female
receptacles

Mates to male
cordsets and
receptacles

Mates to female
cordsets and
receptacles

. 6" SS Loop 6" SS Loop 6" SS Lanyard 6" SS Lanyard
i = Lanyard Lanyard with Eyelet with Eyelet -l e
Nickel Plated Brass 7/8-16UN RKM-CC RSM-CC RKF-CC RSF-CC RKF-MC RSF-MC
Stainless Steel 7/8-16UN RKMV-CC RSMV-CC RKFV-CC RSFV-CC RKFV-MC RSFV-MC

See table below for dimensional drawings.

A-Size 7/8" powerfast Closure Cap Dimensions

856 [21.7]

11

772 [196] T

www.turck.com - 1-800-544-7769 . Fax:(763)553-0708 « TURCK « Minneapolis, MN 55441

RKM-CC

REF. 654 [16.6]
i

2.967 [24.6]—=]

RKF-MC

REF. 654 [16.6]

10

12

RSM-CC

967 [24.6] t
REF.

764 [19.4]

1967 [24.6)
REF

1764 [19.4]

7/8-16UN

958 a1~ =

RSF-MC

882 [22.4]

1965 [24.5]
7/8-16UN

2V —g0)

o
._“_. #10 EYE-LET
==
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A-Size 7/8" powerfast™ Connectivity

NI
A IMESIL.

A-Size 7/8" powerlok

Part Number

Application

LOCK-A POWER

Nylon locking guard for straight
A-Size powerfast connectors

A-Size powerlok Open

A-Size powerfast Disconnect Switch Specifications

A-Size powerlok Closed

Mechanical

Electrical

Enclosure material:

Polycarbonate

Contact carrier material: PUR

Connector housing material:

Environmental protection:

Nickel plated brass
NEMA 12 and IEC IP65

Contact material:

Ratings:

A-Size powerfast Disconnect Switch Selection Matrix

Brass or copper with gold plating
15 Amps, 600 VAC

0 10
Pins AWG Current Rating Standard M12 Auxilary Output
3 14 15 Amps RSF RKF 34/DS RSF RKF 34/DS/AUX
4 14 15 Amps RSF RKF 44/DS RSF RKF 44/DS/AUX

8 B2300

www.turck.com - 1-800-544-7769 . Fax:(763)553-0708 « TURCK « Minneapolis, MN 55441



D-SIZE 1 3/8” powerfast™ CONNECTIVITY

Part Number Keys

Cordset, Receptacle and Field Wireable Specifications

Cordset, Receptacle and Field Wireable Selection Matrix

Cordset, Receptacle and Field Wireable Dimensions

Cordset, Receptacle and Field Wireable Pinouts

Tee and h-Style Tee Specifications

Tee and h-Style Tee Selection Matrix

Tee and h-Style Tee Dimensions

Power Reducer Specifications

Power Reducer Selection Matrix

Power Reducer Dimensions

Tee, h-Style Tee and Power Reducer Wiring Diagrams

Tee, h-Style Tee and Power Reducer Pinouts

Closure Caps

powerlok Accessories

www.turck.com -« 1-800-544-7769 . Fax:(763) 553-0708 -

Ideal for a complete power distribution system

Tee configurations utilize other powerfast family connectors
3 and 4-pin

10-14 AWG conductors

Up to 40 Amp, 600 Volt rated

Dual rated TC-ER and STOOW cable

“/S4000” TC-ER only cable option available

NEMA 1,3,4,6P protection

IEC IP67, IP68, IP69K protection

TURCK « Minneapolis, MN 55441

10
12
13
15
16
16
17
19
23
23
23
24
25
26
27
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D-Size 1 3/8" powerfast™ Connectivity

NI
A IMESIL.

D-Size 1 3/8" powerfast Cordset Part Number Key

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

G S|D M 30 - [*M

D-Size 1 3/8" powerfast Cordset Varieties

(blank) =TC-ER STOOW cable jacket /
Gender S4000 =TC-ER cable jacket
K = female connector, female threads Length in Meters

S =male connector, male threads

D-Size Power Number of Wires / AWG / Color Codes

30 =3x10AWG BK, GN, WH
32 =3x12AWG BK, GN, WH
34 =3x14 AWG BK, GN, WH
(blank) = straight 40 =4x10 AWG BK, GN, RD, WH
w = right angle 42 =4x12 AWG BK, GN, RD, WH
44 =4x14 AWG BK, GN, RD, WH

Configuration

Coupling Nut Material

Insertion Point of Extension Cable 2nd Prefix*

A = anodized aluminum

M= nickel plated brass * Male connector listed 1st, female connector 2nd
V = 316 stainless steel Example: GSDM GKDM 30-1M

Extension Example:

D-Size 1 3/8" powerfast Receptacle Part Number Key

G|K|D|F 30| - *M| /14.5/NPT

D-Size 1 3/8" powerfast Receptacle Thread Type

/145/NPT  =14-14 NPT
/14.75/NPT = 3/4-14 NPT

Gender

K =female connector, female threads Length in Meters
S =male connector, male threads

D-Size Power Number of Wires / AWG / Color Codes

30 3x10 AWG BK, GN, WH
Designator for Receptacle 32 = 3x12AWG BK, GN, WH
34 = 3x14 AWG BK, GN, WH
40 = 4x10 AWG BK, GN, RD, WH
Housing Material 42 = 4x12 AWG BK, GN, RD, WH
44 = 4x14 AWG BK, GN, RD, WH

(blank)= nickel plated brass
A anodized aluminum
Vv 316 stainless steel

10 B2300 www.turck.com - 1-800-544-7769 - Fax:(763)553-0708 « TURCK - Minneapolis, MN 55441



D-Size 1 3/8" powerfast™ Connectivity rucc

Industrial
Automation

D-Size 1 3/8" powerfast Tee Part Number Key

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

G|s|pm|/|26kom | | 30 |-|*| |/s..

D-Size (1 3/8") powerfast Tees Varieties

/S = consult factory, special
/CS = consult factory, special
/S4000 = designates TC-ER cable

Trunk(1) Identifier

K =female connector

S =male connector Length in Meters

D-Size Power (blank)

Coupling Nut Material Number of Wires / AWG / Color Codes
A = anodized aluminum 30 =3x10AWG  BK GN, WH

M = nickel plated brass 32 —3x12 AWG BK, GN, WH

V =316 stainless steel 34 =3x14AWG BK GN,WH
Trunk(2) and Drop(3) Identifiers 22 z g}g ﬁag EE gs gg wg
2GKDM = female trunk(2) and female drop(3) 44 =4x14AWG  BK, GN,RD, WH
GSDM/GKDM = male trunk(2) and female drop(3)

GKDM/T = female trunk (2) and cable drop(3)

GKDM/RKM = female trunk(2) and female A-Size Power drop(3)
GKDM/BKM = female trunk(2) and female M16 Power drop(3)

Note: Only one male connector per tee available.
Standard female coupling nut material for A-Size Power drop
and M16 Power drop is nickel plated brass.

Part Number Key is based on the number
configuration molded on the tee body.
Trunk(1) Trunk(2)
Drop(3)
Tee Examples: G/S/ DM/ /|2|/G|K/D/M| |30

www.turck.com - 1-800-544-7769 - Fax:(763)553-0708 « TURCK - Minneapolis, MN 55441 B2300 11
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D-Size 1 3/8" powerfast™ Connectivity

D-Size 1 3/8" powerfast Cordset Specifications

NI
A IMESIL.

Mechanical
Mold material/Color:
Contact carrier material:

Coupling nut material:
Standard:
Additional options:

Environmental protection:

Temperature rating:

D-Size 1 3/8" powerfast Receptacle Specifications

PVC/Black
PVC

Nickel plated brass
Anodized aluminum
316 stainless steel
NEMA 1, 3, 4, 6P and
IEC IP67, IP68, IP69K

-40 to +90°C (-40 to +194°F)

Electrical
Contact material: Brass or copper with gold plating

Cable jacket material/Color:

Standard: TC-ER STOOW Black
Additional options: TC-ER Black (/S4000 version)
Ratings: 23-40 Amps, 600 VAC

® ®

Mechanical

Contact carrier material:

Housing material/Plating:
Standard:
Additional options:

Environmental protection:

Temperature rating:

D-Size 1 3/8" powerfast Field Wireable Specifications

PVC

Nickel plated brass
Anodized aluminum
316 stainless steel
NEMA 1, 3,4, 6P and
IECIP67, IP68, IP69K

-40 to +105°C (-40 to +221°F)

Electrical
Contact material: Brass or copper with gold plating
Conductor insulation: PVvC

Ratings: 23-40 Amps, 600 VAC

® ®

Mechanical
Housing material/Color:
Contact carrier material:

Coupling nut material:
Standard:

Additional options:

Environmental protection:

Temperature rating:

12 B2300

Nylon/Black
PVC

Nickel plated brass
Anodized aluminum
316 stainless steel

NEMA 6P and IEC IP67
-40 to +90°C (-40 to +194°F)

Electrical
Contact material: Brass or copper with gold plating

Ratings: Up to 40 Amps, 600 VAC

www.turck.com - 1-800-544-7769 . Fax:(763)553-0708 « TURCK « Minneapolis, MN 55441



D-Size 1 3/8" powerfast™ Connectivity

D-Size 1 3/8" powerfast Cordset Selection Matrix

Industrial
Automation

| s

~ T —
s —
s, - g
s

r
|

M

_|g

{
|

Straight Female

Straight Male

Right Angle Female

Right Angle Male

Pins AWG | Current Rating TC-ER STOOW TC-ER STOOW TC-ER STOOW TC-ER STOOW
10 40 Amps GKDM 30-*M GSDM 30-*M GKDWM 30-*M GSDWM 30-*M
3 12 30 Amps GKDM 32-*M GSDM 32-*M GKDWM 32-*M GSDWM 32-*M
14 27 Amps GKDM 34-*M GSDM 34-*M GKDWM 34-*M GSDWM 34-*M
10 35 Amps GKDM 40-*M GSDM 40-*M GKDWM 40-*M GSDWM 40-*M
4 12 27 Amps GKDM 42-*M GSDM 42-*M GKDWM 42-*M GSDWM 42-*M
14 23 Amps GKDM 44-*M GSDM 44-*M GKDWM 44-*M GSDWM 44-*M
Pins AWG | Current Rating TC-ER TC-ER TC-ER TC-ER
10 40 Amps GKDM 30-*M/S4000 GSDM 30-*M/S4000 GKDWM 30-*M/S4000 GSDWM 30-*M/S4000
3 12 30 Amps GKDM 32-*M/S4000 GSDM 32-*M/S4000 GKDWM 32-*M/S4000 GSDWM 32-*M/S4000
14 27 Amps GKDM 34-*M/S4000 GSDM 34-*M/S4000 GKDWM 34-*M/S4000 GSDWM 34-*M/S4000
10 35 Amps GKDM 40-*M/S4000 GSDM 40-*M/S4000 GKDWM 40-*M/S4000 GSDWM 40-*M/S4000
4 12 27 Amps GKDM 42-*M/S4000 GSDM 42-*M/S4000 GKDWM 42-*M/S4000 GSDWM 42-*M/S4000
14 23 Amps GKDM 44-*M/S4000 GSDM 44-*M/S4000 GKDWM 44-*M/S4000 GSDWM 44-*M/S4000

See page 15 for dimensional drawings.

* Length in meters. Standard cable lengths are 2, 5 and 10 meters. Consult factory for other lengths.
Note: Extension cables are available, please consult Part Number Key (page 10).

www.turck.com - 1-800-544-7769 . Fax:(763)553-0708 « TURCK . Minneapolis, MN 55441

Standard coupling nut material is nickel plated brass. Consult Part Number Key (page 10) for anodized aluminum and 316 stainless steel options.
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D-Size 1 3/8" powerfast™ Connectivity

D-Size 1 3/8" powerfast Receptacle Selection Matrix

’ Lo ’ a ' b ’ -
Front Mount g -= ‘% -
Female Male Female Male
Pins AWG | Current Rating Mot:/rzi-t}:gN'll':I;rread Mo;/;;}:gN'l?lTread Mo?llrti:\‘;"\lrrlread Mo?llr‘\'t-i:\‘; I'\ll'::ead

10 40 Amps GKDF 30-*M/14.5/NPT GSDF 30-*M/14.5/NPT GKDF 30-*M/14.75/NPT GSDF 30-*M/14.75/NPT
3 12 30 Amps GKDF 32-*M/14.5/NPT GSDF 32-*M/14.5/NPT GKDF 32-*M/14.75/NPT GSDF 32-*M/14.75/NPT
14 27 Amps GKDF 34-*M/14.5/NPT GSDF 34-*M/14.5/NPT GKDF 34-*M/14.75/NPT GSDF 34-*M/14.75/NPT
10 35 Amps GKDF 40-*M/14.5/NPT GSDF 40-*M/14.5/NPT GKDF 40-*M/14.75/NPT GSDF 40-*M/14.75/NPT
4 12 27 Amps GKDF 42-*M/14.5/NPT GSDF 42-*M/14.5/NPT GKDF 42-*M/14.75/NPT GSDF 42-*M/14.75/NPT
14 23 Amps GKDF 44-*M/14.5/NPT GSDF 44-*M/14.5/NPT GKDF 44-*M/14.75/NPT GSDF 44-*M/14.75/NPT

See page 16 for dimensional drawings.
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Note: Standard housing material is nickel plated brass. Consult Part Number Key (page 10) for anodized aluminum and 316 stainless steel options.

D-Size 1 3/8" powerfast Field Wireable Selection Matrix

Front Mount

10

Female Male
Pins AWG | Current Rating Screw Terminal Screw Terminal
3 8-14 Up to 40 Amps GKDM 30-0 GSDM 30-0
4 8-14 | Upto35Amps GKDM 40-0 GSDM 40-0

See page 16 for dimensional drawings.
Note: Standard coupling nut material is nickel plated brass. Consult factory for anodized aluminum and 316 stainless steel options.

14 B2300 www.turck.com - 1-800-544-7769 - Fax:(763)553-0708 « TURCK - Minneapolis, MN 55441



D-Size 1 3/8" powerfast™ Connectivity

TUWFECET

Industrial
Automation

D-Size 1 3/8" powerfast Cordset Dimensions

1 GKDM..

-~ 4.245 [107.8]

rm,sm [41.0]

ey

KEYWAY LOCATOR SYMBOL

3 GKDWM..

.—— 3288 [83.5]

E ? =1 1 3/8-160N

e L

3.182
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|
—J L:—m.sm [41.0]
1 3/8-16UN

[80.8]

TURCK
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fe——————————— 4.138 [105.1]

GSDM..

I—KEYWAY LOCATOR SYMBOL
GSDWM..

.~ 3288 [83.5]

L

J le—01.614 [41.0]
——I1 3/8-16UN I——

4_1_{—(61.614 [41.0]

1 3/8-16UN

3.075 [78.1]
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D-Size 1 3/8" powerfast™ Connectivity

o/ 7/

iraesi.

D-Size 1 3/8" powerfast Receptacle and Field Wireable Dimensions

GKDF..*/14.5/NPT

2.504 [63.6]
.500 [wz.na‘
1/2—14NPT1 I

©1.720 [43.7)

/

[N L N—_
1.500 [38.1] )
GKDF..*/14.75/NPT

I ©1.472 [37.4]

2.504 [63.6] ———=
.500 [12.7]
3/4-‘!4NPT:J I~ —

MW 21.720 [43.7)

1 3/8-16UN

%r L

)

7
T~ |
1.500 [38.1]

GKDM..*-0

5.226 [132.7]
REF

rm.sm [41.0]

L 1 3/8-16UN

HE

GSDF..*/14.5/NPT

2.378 [60.4]
.500 [12.7] rm,nz [37.4]
‘!/2—‘!4NPT1 r—_ _ S )

o — 1 3/8-16UN “ ‘J | ©1.720 [43.7]
r 4 =
J A
1500 [38.1]
GSDF..*/14.75/NPT
fe— 2.378 [60.4]
.500 [12.7] —=f 81.472 [37.4]
3/4-14NPT = i )
5_;1 7
H —4-—- 1 3/8-16UN I ©72° [43.7]
Lw.soo [38.1]

—

r

GSDM..*-0

5.119 [130.0]
REF

rm,em [41.0]

1 3/8-16UN

3-Pin

Female Male

Pinouts

Female

BK 3

2 2
1.
2. GN
3. WH
3 1 1 3 4

4-Pin Pinouts
Male

1. BK

i 12 6N

3. RD

4, WH

D-Size 1 3/8" powerfast Tee and h-Style Tee Specifications

Mechanical

Mold material/Color:
Contact carrier material:

Coupling nut material:
Standard:
Additional options:

Environmental protection:

Temperature rating:

16 B2300

PVC/Black
PVC

Nickel plated brass
Anodized aluminum
316 stainless steel
NEMA 1, 3,4, 6P and
IECIP67, IP68, IP69K

-40 to +90°C (-40 to +194°F)

www.turck.com

Electrical

Contact material:

Cable jacket material/Color:
Standard:

Additional options:

Ratings:

+ 1-800-544-7769 - Fax:(763) 553-0708 -

Brass or copper with gold plating

TC-ER STOOW Black
TC-ER Black (/S4000 version)

15-40 Amps, 600 VAC

TURCK « Minneapolis, MN 55441



We reserve the right to make technical alterations without prior notice.

D-Size 1 3/8” powerfast Connectivity

D-Size 1 3/8” Powerfast Tee Selection Matrix

TWURCK

Integral D-Size Connector

Integral A-Size Connector

Dual Integral A-Size Power

Integral M16 Connector

Drop Drop Connector Drop Drop
Trunk Drop
Pins 2‘?‘;2 Current | Current
Rating Rating
10 40 Amps | 40 Amps GSDM/2GKDM 30
3
14 40 Amps | 21 Amps GSDM/GKDM/RKM 34 GSDM/2RKM 34 GSDM/GKDM/BKM 34*
10 35 Amps | 35 Amps GSDM/2GKDM 40
4
14 35 Amps | 18 Amps GSDM/GKDM/RKM 44 GSDM/2RKM 44 GSDM/GKDM/BKM 44t
+= Drop current rating of 15 Amps
7| ) s |
~ e e & -,
Cable Dro Cable Drop With Cable Drop With Cable Drop With
P D-Size Power Connector | A-Size Power Connector M16 Power Connector
Dro Trunk Drop
Pins AWGP Current | Current TC-ER STOOW TC-ER STOOW TC-ER STOOW TC-ER STOOW
Rating Rating
10 40 Amps | 40 Amps GSDM/GKDM/T30-* GSDM/2GKDM 30-*
3 12 40 Amps | 30 Amps GSDM/GKDM/T32-* GSDM/2GKDM 32-*
14 40 Amps | 27 Amps GSDM/GKDM/T34-* GSDM/2GKDM 34-* GSDM/GKDM/RKM 34-*t
10 35 Amps | 35 Amps GSDM/GKDM/T40-* GSDM/2GKDM 40-*
4 12 35 Amps | 27 Amps GSDM/GKDM/T42-* GSDM/2GKDM 42-*
14 35 Amps | 23 Amps GSDM/GKDM/T44-* GSDM/2GKDM 44-* GSDM/GKDM/RKM 44-#tt
Dro Trunk Drop
Pins | 2'°P | Current | Current TC-ER TC-ER TC-ER TC-ER
AWG . .
Rating Rating
10 40 Amps | 40 Amps | GSDM/GKDM/T30-*/S4000 | GSDM/2GKDM 30-*/S4000
3 12 40 Amps | 30 Amps | GSDM/GKDM/T32-%/S4000 | GSDM/2GKDM 32-*/S4000
14 40 Amps | 27 Amps | GSDM/GKDM/T34-#/54000 | GSDM/2GKDM 34-¥/S4000 | GSDM/GKDM/RKM 34-%/540007 |GSDM/GKDM/BKM 34-*/540001 T+
10 35Amps | 35Amps | GSDM/GKDM/T40-%/S4000 | GSDM/2GKDM 40-*/S4000
4 12 35Amps | 27 Amps | GSDM/GKDM/T42-¥/S4000 | GSDM/2GKDM 42-*/S4000
14 35Amps | 23 Amps | GSDM/GKDM/T44-*/S4000 | GSDM/2GKDM 44-*/S4000 | GSDM/GKDM/RKM 44-#/S4000" | GSDM/GKDM/BKM 44-%/S40001t

See page 19-20 for dimensional drawings.

*

Length in meters.

T Drop current rating of 21 amps.
11 Drop current rating of 18 amps.
11 Drop current rating of 15 amps.

Note: Standard coupling nut material is nickel plated brass. Consult Part Number Key (page 11) for anodized aluminum and 316 stainless steel options.

www.turck.com

« 1-800-544-7769

Fax: (763) 553-0708 -

Turck -

Minneapolis, MN 55441
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D-Size 1 3/8" powerfast™ Connectivity

NI
A IMESIL.

D-Size 1 3/8" powerfast h-Style Tee Selection Matrix

18 ——ﬁ-irp 19 -——-ﬁ-grp 20 -
TR
T
| &7 -
Integral D-Size Connector Drop Integral A-Size Connector Drop Integral M16 Connector Drop
Trunk Drop
Pins R‘rﬁg Current | Current
Rating | Rating
10 | 40 Amps | 40 Amps SH-GSDM/2GKDM 30
3
14 | 40 Amps | 21 Amps SH-GSDM/GKDM/RKM 34-* SH-GSDM/GKDM/BKM 34+
10 | 35 Amps | 35 Amps SH-GSDM/2GKDM 40
4
14 | 35 Amps | 18 Amps SH-GSDM/GKDM/RKM 44-* SH-GSDM/GKDM/BKM 44+
+= Drop current rating of 15 Amps 21 22 23 24
- . — N —tii t:;) .
= = S ‘j
Cable Dro Cable Drop With Cable Drop With Cable Drop With
P D-Size Power Connector A-Size Power Connector M16 Power Connector
Dro Trunk | Drop
Pins AW'G) Current | Current TC-ER STOOW TC-ER STOOW TC-ER STOOW TC-ER STOOW
Rating | Rating
10 |40 Amps | 40 Amps SH-GSDM/GKDM/T30-* SH-GSDM/2GKDM 30-*
3 12 |40 Amps | 30 Amps SH-GSDM/GKDM/T32-* SH-GSDM/2GKDM 32-*
14 |40 Amps | 27 Amps SH-GSDM/GKDM/T34-* SH-GSDM/2GKDM 34-* SH-GSDM/GKDM/RKM 34-**
10 |35 Amps | 35 Amps SH-GSDM/GKDM/T40-* SH-GSDM/2GKDM 40-*
4 12 |35 Amps | 27 Amps SH-GSDM/GKDM/T42-* SH-GSDM/2GKDM 42-*
14 |35 Amps | 23 Amps SH-GSDM/GKDM/T44-* SH-GSDM/2GKDM 44-* SH-GSDM/GKDM/RKM 44-*tt
Dro Trunk Drop
Pins | 08 | Current | Current TC-ER TC-ER TC-ER TC-ER
Rating | Rating
SH-GSDM/GKDM/T30-*/S40 SH-GSDM/2GKDM
10 |40 Amps | 40 Amps 00 30-%/S4000
SH-GSDM/GKDM/T32-*/S40 SH-GSDM/2GKDM
3 12 |40 Amps | 30 Amps 00 32-%/S4000
SH-GSDM/GKDM/T34-*/S40 SH-GSDM/2GKDM SH-GSDM/GKDM/RKM SH-GSDM/GKDM/BKM
14|40 Amps | 27 Amps 00 34-¥/54000 34-*/54000° 34-*/S4000"
SH-GSDM/GKDM/T40-*/S40 SH-GSDM/2GKDM
10 |35 Amps |35 Amps 00 40-*/S4000
SH-GSDM/GKDM/T42-*/S40 SH-GSDM/2GKDM
4 12 |35 Amps | 27 Amps 00 42-*/S4000
14 |35 Amos | 23 Amps SH-GSDM/GKDM/T44-*/S40 SH-GSDM/2GKDM SH-GSDM/GKDM/RKM SH-GSDM/GKDM/BKM
P P 00 44-*/S4000 44-*/S4000*t 44-%/S40001Tt

See page 19 for dimensional drawings.
* Length in meters. Standard cable lengths are 2, 5 and 10 meters. Consult factory for other lengths.
1 Drop current rating of 21 amps.
11 Drop current rating of 18 amps.
111t Drop current rating of 15 amps.
Note: Extension cables are available, please consult Part Number Key (page 11).
Standard coupling nut material is nickel plated brass. Consult Part Number Key (page 11) for anodized aluminum and 316 stainless steel options.

18 B2300 www.turck.com - 1-800-544-7769 - Fax:(763)553-0708 « TURCK - Minneapolis, MN 55441



. ” o o
D-Size 1 3/8” powerfast Connectivity TURCK
2 and 3-Wire Receptacles, Front Mount, 1/4-18 NPT Threads
Integral D-Size Power Connector Drop
13 GSDM/2GKDM..
21.614 [41.0]1‘1—775.523 [140.3] REF rm1.614 [41.0] (1.590 [48.0] REF -=
1 3/8-16UN 1 3/8-16UN d (l 4{
792 [20.1]
[ REF
} - I T 3.66:}{[;3.0]
,,,,,,,,,,,,,,,,, CLEARANCE FOR S —
#8 or #10 FASTENER
(M4 or M5)
2x
ﬂ L 21.614 [41.0]
1 3/8-16UN
Integral A-Size Power Connector Drop
14 GSDM/GKDM/RKM..
81.614 [41.0] 5.523 [140.3] REF 01.614 [41.0] 1.890 [48.0] REF —my
R i i
1 3/8-16UN 1 2 1 3/8-16UN 4
.782 [20.1]
| REF 2994 [76.0]
F 3 1 1
1.500 [38.1]
CLEARANCE FOR
#8 or #10 FASTENER o
e g v LI
g —
Dual Integral A-Size Power Connector Drop
A GSDM/2RKM..
A1.614[41.0] 4.855[123.3] REF f=— 1.890 [48.0] REF
j‘ A1.023(26.0)
,I
13/8-16UN m 7/8-16UN
J— o
T
CLEARANCE FOR #8 or #10
FASTENER (M4 or M5)
_____ 2x
*‘ ‘<— A1.023[26.0]
4*‘ LWS-TGUN
Integral M16 Power Connector Drop
15 GSDM/GKDM/BKM..
©1.614 [41.0] 4 fje———————— 5523 [140.3] REF 01.614 [41.0] 1.890 [48.0] REF —=f
j' j—— 2.146 [54.5] —=j r (
1 3/8-16UN 1 2 1 3/8-16UN [{ 4&
| \ / 792 [20.1]
roREnR) REF
| 3.098 [78.7]
— 3 *j j REF
1.500 [38.1]
CLEARANCE FOR
#8 or #10 FASTENER
(M4 or M5)
2x

www.turck.com - 1-800-544-7769 -

Fax: (763) 553-0708

« Turck - Minneapolis, MN 55441 B2300 19
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D-Size 1 3/8" powerfast™ Connectivity

D-Size 1 3/8" powerfast Tee Dimensions

21.614 [41.0]

1 3/8-16UN

14 Cable Drop
GSDM/GKDM/T..

20 B2300

1.500 [38.1]—=

Tee with Cable Drop and Connector Options

5.523 [140.3] REF

15 D-Size Power Connector
GSDM/2GKDM..

4.245 [107.8] Q

| L1 IJL
615 [41.0] =

1 3/8-16UN

www.turck.com - 1-800-544-7769 - Fax:(763) 553-0708

‘—m.sm [41.0]

- 1.890 [48.0] REF —=f

NI
A IMESIL.

1 3/8-16UN

CLEARANCE FOR
#8 or #10 FASTENER
(M4 or M5)

_T'

W

792 [20.1]
REF

2x

| T 3661 [930)
REF

16 A-Size Power Connector
GSDM/GKDM/RKM..

2.559 [65.0]

81.063 [2%0]?! \E—
7/8-16UN

17 M16 Power Connector
GSDM/GKDM/BKM..

2.598 [66.0] %
D ([
D

e loa—| |-

+ TURCK - Minneapolis, MN 55441



D-Size 1 3/8" powerfast™ Connectivity rucc

Industrial
Automation

D-Size 1 3/8" powerfast h-Style Tee Dimensions

18 Integral D-Size Power Connector Drop
SH-GSDM/2GKDM..

5-2°5RE[;32-3] 21.614 [41.0] fm— 1.890 [48.0] — =i

=

01.614 [41.0]_l

Jl

1 3/8-16UN 1 3/8-16UN o o)
4+ - | 2441 [620)

CLEARANCE FOR
#8 or #10 FASTENER

ral

(M4 or M5) 1 3/8-16UN
2x
l=—1.500 [38.1] Lm.eu [41.0]
19 Integral A-Size Power Connector Drop

SH-GSDM/GKDM/RKM..

21.614 [41.0]ﬁ5'2°5RE[;32~3]—— 01.614 [41.0] {=—1.890 [48.0] —=f

1 3/8-16UN

L

b

|

|

1 3/8-16UN

J |

[62.0]

CLEARANCE FOR
#8 or #10 FASTENER

(M4 or M5) : 7/8-16UN
2x
b= 1.500 [38.1]
20 Integral M16 Power Connector Drop

SH-GSDM/GKDM/BKM..

01.614 [m.o]ﬁ“‘mﬂ[gﬁj]—— l—ﬂtﬁ'\‘i [41.0] j=— 1.890 [48.0] —=f
— 7 \
f

1 3/8-16UN 1 2 1 3/8-16UN
? ﬁ
[62.0]
6.748 [19.0]
CLEARANCE FOR
#8 or #10 FASTENER
M16x0.75

(M4 or M5)
2x

l=-1.500 [38.1]

www.turck.com - 1-800-544-7769 - Fax:(763)553-0708 « TURCK - Minneapolis, MN 55441 B2300 21
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D-Size 1 3/8" powerfast™ Connectivity [EET
(7=
Irase.

D-Size 1 3/8" powerfast h-Style Tee Dimensions

h-Style Tee with Cable Drop and Connector Options

?1.614 [41.0]141—77

5.208%;32.3]4_ rm_su [41.0] f=— 1.890 [48.0] —=y

1 3/8-16UN 1 3/8-16UN
l B l 1.220 [31.0)
* ! _

P1 J1

CLEARANCE FOR
#8 [M4x0.7] SHCS
ON BOTH SIDES
2x

b= 1.500 [38.1]

21 Cable Drop 22 D-Size Power Connector 23 A-Size Power Connector 24 M16 Power Connector
SH-GSDM/GKDM/T SH-GSDM/2GKDM.. SH-GSDM/GKDM/RKM.. SH-GSDM/GKDM/BKM..

2,559 [65.0] 2.598 [66.0]

4.245 [107.8] Q

©1.063 [27.0];! \E— ©.748 [;9.0] ——I
7/8-16UN M16x0.75

615 [41.0] —=f

1L

L1 3/8-16UN

22 B2300 www.turck.com - 1-800-544-7769 - Fax:(763) 553-0708 - TURCK . Minneapolis, MN 55441



D-Size 1 3/8" powerfast™ Connectivity

D-Size 1 3/8" powerfast Power Reducer Specifications

TUWFECET

Industrial

Mechanical Electrical
Mold material/Color: PVC/Black Contact material:
Contact carrier material: PVC Ratings:
Coupling nut material:
Standard: Nickel plated brass
Additional options: Anodized aluminum
316 stainless steel
Environmental protection: NEMA 1, 3, 4, 6P and
IEC IP67, 1P68, IP69K
Temperature rating: -40 to +90°C (-40 to +194°F)

D-Size 1 3/8" powerfast Power Reducer Selection Matrix

Automation

Brass or copper with gold plating

18-21 Amps, 600 VAC

Pins ng Current Rating D-Size Power to A-Size Power Reducer
3 14 Up to 21 Amps GSDM RKM 34-0
4 14 Up to 18 Amps GSDM RKM 44-0

GSDM BKM 34-0*

GSDM BKM 44-0*

Note: Standard coupling nut material is nickel plated brass. Consult factory for anodized aluminum and 316 stainless steel options.

+= Max current rating of 15 Amps

D-Size 1 3/8" powerfast Power Reducer Dimensions

D-Size Power to M16 Power Reducer

D-Size Power to A-Size Power Reducer
GSDM RKM..

4.855 [123.3] REF

01.614 [41.0]~Ll<_7

I ©1.023 [26.0]

1 3/8-16UN

—

J1

CLEARANCE FOR #8 or #10
FASTENER (M4 or M5)
2x

1.500 [38.1]

D-Size Power to M16 Power Reducer
GSDM BKM..

01.614 [41.0]~Ll__74.959 [126.0] REF y
_ ©.748 [19.0]

1 3/8-18UN 1 2 M16x0.75

_ f
} - P1 Ji1

CLEARANCE FOR #8 or #10
1.500 [38.1] FASTENER (M4 or M5)
2x

www.turck.com - 1-800-544-7769 . Fax:(763)553-0708 « TURCK . Minneapolis, MN 55441

= 1.890 [48.0] REF —=

- 1.890 [48.0] REF —»f

B2300
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D-Size 1 3/8" powerfast™ Connectivity

NI
A IMESIL.

D-Size 1 3/8" powerfast Tee and h-Style tee Wiring Diagrams

Cable Drop D-Size Power Drop
3-Pin 4-Pin 3-Pin 4-Pin
1 1 1 1
1 é——p—1 16— eo—<1
P12 . 29 P12 2y P1 2 91 pr 2 i
=3 3 3
l 4 4 4 J
%éé % 823 321 4321
83 £583 J2 J2
A-Size Power Drop M16 Power Drop
3-Pin 4-Pin 3-Pin 4-Pin
1 1 2‘ ; . 1 1 1
P1§ §\” P13 391 P12 2 J1 p1§ §J‘|
. 3 3
4 J\ 4 4 J\ 4
312 2341 123 1423
42 J2 J2 52

D-Size 1 3/8" powerfast Power Reducer Wiring Diagrams

D-Size Power to A-Size Power

D-Size Power to M16 Power

3-Pin

4-Pin

3-Pin

4-Pin

P12

o
BWN -

NWA o

P12

BWN -

-bd N W
<

24 B2300
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D-Size 1 3/8" powerfast™ Connectivity

TUWFRCEC
Industrial
Automation
D-Size 1 3/8" powerfast Tee and Power Reducer Pinouts
D-Size Power
3-Pin 4-Pin
Female Male Female Male
2 2
3 2 2 3
3 1 1 3 4 1 1 4
A-Size Power
3-Pin 4-Pin
Female Male Female Male
2
3 3 2 2 3 2
1 4 1
l 1
M16 Power
3-Pin 4-Pin
Female Male Female Male
2 2
1 3 3 1
www.turck.com - 1-800-544-7769 - Fax:(763)553-0708 « TURCK - Minneapolis, MN 55441 B2300 25
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D-Size 1 3/8" powerfast™ Connectivity

D-Size 1 3/8" powerfast Closure Cap Selection Matrix

NI
A IMESIL.

Material Thread

Nickel Plated Brass 13/8-16UN

Mates to male
cordsets and
receptacles

Mates to female
cordsets and
receptacles

Mates to male
receptacles

6" SS Loop 6" SS Loop 7" SS Lanyard
Lanyard Lanyard with Eyelet
GKDM-CC GSDM-CC GKDF-CC

D-Size 1 3/8" powerfast Closure Cap Dimensions

Mates to female
receptacles

7" SS Lanyard
with Eyelet

GSDF-CC

Mates to male
cordsets and
receptacles

Mates to female
cordsets and
receptacles

No Lanyard No Lanyard

GKDM-MC GSDM-MC

GKDM-CC

)

T [(Yy——7

807 [20.5] )=
REF.

| -
J Lw :s/a—wsuN—l

©1.614 [41.0] REF.

GSDF-CC

#1 0 EYE-LET

1.201 [30.5]
REF

<1 3/8-160na]
91.567 [39.8]
REF.

26 B2300

1.500/1.650
INCH LOOP
REF

GSDM-CC

1.201 [30.5]
REF
<1 3/8-160n ]
01.567 [39.8]
REF.

GKDM-MC

807 [20.5]
REF.

| -
J Lw S/E—WEUNJ
61.614 [41.0] REF.

1.500/1.650
INCH LOOP
REF

1.201 [30.5]
REF

GKDF-CC
#10 EYE-LET

.=©

.807 [20.5]

REF.
|
J Lw 3/8-16UN —1

©1.614 [41.0] REF.

GSDM-MC

b

<1 3/8-160n 4
| 21.567 [39.8]
REF.

www.turck.com - 1-800-544-7769 . Fax:(763)553-0708 « TURCK « Minneapolis, MN 55441



D-Size 1 3/8" powerfast™ Connectivity rucc

Industrial
Automation

D-Size 1 3/8" powerlok

Part Number

Application

LOCK-D POWER

Nylon locking guard for
straight or right angle
D-Size powerfast connectors

D-Size powerlok Open D-Size powerlok Closed

www.turck.com - 1-800-544-7769 - Fax:(763)553-0708 « TURCK - Minneapolis, MN 55441 B2300 27
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D-Size 1 3/8" powerfast™ Connectivity [EET
(7=
Irase.
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M16 powerfast™ CONNECTIVITY

Part Number Keys 30
Cordset, Receptacle and Field Wireable Specifications 32
Cordset, Receptacle and Field Wireable Selection Matrix 32
Cordset, Receptacle and Field Wireable Dimensions 34
Cordset, Receptacle and Field Wireable Pinouts 35
Tee Specifications 36
Tee Selection Matrix 36
Tee Dimensions 37
Tee Wiring Diagrams 43
Tee Pinouts 43
Closure Caps 44
powerlok Accessories 44

e |deal for small motor applications
¢ Shielded versions available

¢ Multiple tee configurations

e 2to4-pin

e 12 and 14 AWG conductors

¢ Up to 18 Amp, 600 Volt rated

¢ Tray rated-exposed run cable

e |ECIP67 protection

www.turck.com - 1-800-544-7769 - Fax:(763)553-0708 - TURCK - Minneapolis, MN 55441 B2300 29
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M16 powerfast™ Connectivity

NI
A IMESIL.

M16 powerfast Cordset Part Number Key

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

B(S|M 34-198 | - | *| /S..

M16 (16 mm) powerfast Cordset Varieties

/S = consult factory, special

Gender /CS = consult factory, special
K =female connector Length in Meters

S =male connector

Configuration Number of Wires / AWG / Color Code

M = straight 22-380= 2x12 AWGWH, BK

WM = right angle 34-198= 3x14 AWGWH, GN, BK

44-193= 4x14 AWG WH, GN, BK, RD

Coupling Nut Material

Insertion Point of Extension Cable 2nd Prefix*

(blank) = nickel plated brass
K =nylon * Male connector listed 1st, female connector 2nd
\% =316 stainless steel Example: BSM BKM 34-198-*

Extension Example:

B|s/m B/K/m 34-198-E|

M16 powerfast Tee Part Number Key

B(S|M / | 2BKM 34 |-|198 | - - | /S..

M16 (16 mm) powerfast Varieties

» /S = consult factory, special
Trunk(1) Identifier /CS = consult factory, special

K = female connector Length in Meters
S =male connector

(blank) = connector only
Configuration * = drop cable

*/*/* = trunk(1) cable / trunk(2) cable / drop(3) cable

M = straight

Coupling Nut Material AWG / Color Code

(blank) = nickel plated brass (blank)= connector only

K =nylon 380 = 2x12 AWG, WH, BK

Vv =316 stainless steel 198 = 3x14 AWG, WH, GN, BK

193 = 4x14 AWG, WH, GN, BK, RD

Trunk(2) and Drop(3) Identifiers

Number of Pins

2BKM = female trunk(2) and female drop(3)

BSM/BKM = male trunk(2) and female drop(3) 22 =2

BKM/T  =female trunk(2) and cable drop(3) 34 =3
44 =4

Note: Only one male connector per tee available.

Part Number Key is based on the number Tee Examples:
configuration molded on the tee body.
Trunk(1) Trunk(2) BISIM/ 2/B/KIM 34 |- 198 | - IEI

B/SIM[/|2/B|KM 44

30 B2300 www.turck.com - 1-800-544-7769 - Fax:(763)553-0708 « TURCK - Minneapolis, MN 55441



M16 powerfast™ Connectivity

TWIRCEK

Industrial
Automation

M16 powerfast Receptacle Part Number Key

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

B|K

F

22 | -

*

M16 (16 mm) powerfast Receptacle

Gender

K = female receptacle
S = male receptacle

Designator for Receptacle

Housing Style

(blank) = front mount
D = rear mount

Housing Material

(blank) = nickel plated brass
% = 316 stainless steel

/14.5/NPT
Thread Type
/145/NPT  =1/2-14NPT threads
/18.375/NPT = 3/8-18NPT threads
/M20 = M20 threads
/M18 =M18 threads

Length in Meters

Number of Wires / AWG / Color Code

22
34
a4

= 2x12AWG WH, BK
= 3x14 AWG WH, GN, BK
= 4x14 AWG WH, GN, BK, RD

M16 powerfast H/h Style Tee Part Number Key

BH - B/S'M

/ | 2BKM

34

H/h Style

BH =bigH
SH =smallh

M16 (16 mm) powerfast

Trunk(1) Identifier

K =female connector
S =male connector

Configuration

M = straight

Coupling Nut Material

(blank) = nickel plated brass
K =nylon
' =316 stainless steel

Trunk(2) and Drop(3&4) Identifiers

L |

2BKM = female trunk(2) and female drop(3) (h)
BSM/BKM = male trunk(2) and female drop(3) (h)
BKM/T = female trunk(2) and cable drop (3) (h)
3BKM = female trunk(2) and female drops(3&4) (H)
BSM/2BKM = male trunk(2) and female drops(3&4) (H)

H tee Part Number Key is based on the number
configuration molded on the tee body.

Trunk(1)

Drop(3)

Trunk(2)

Drop(4)

www.turck.com - 1-800-544-7769 . Fax:(763)553-0708 « TURCK . Minneapolis, MN 55441

198 | - - | /S..
Varieties
/S = consult factory, special
/CS = consult factory, special
Length in Meters
(blank) = connector only
* =drop cable
*/*/*  =trunk(1) cable / trunk(2) cable / drop(3) cable
*/*/*/* = trunk(1) cable / trunk(2) cable /
drop(3) cable / drop(4) cable
AWG / Color Code

(blank)= connector only

380 = 2x12 AWG, WH, BK
198 = 3x14 AWG, WH, GN, BK
193 = 4x14 AWG, WH, GN, BK, RD

Number of Pins

22
34
44

=2
=3
=4

Tee Examples:

BH -|B/S/M|/|3|B/ KM 34-198-
SH -|B/S|/M|/ | B|S/M|/ B KM 44
Note: Only one male connector per tee.
h tee Part Number Key is based on the number
configuration molded on the tee body.

Trunk(1) Trunk(2)
Drop(3)

B2300 31
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M16 powerfast™ Connectivity
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M16 powerfast Cordset Specifications

Mechanical

Mold material/Color:
Contact carrier material:

Coupling nut material:
Standard:
Additional options:

Environmental protection:

Temperature rating:

Electrical
PUR/Black Contact material: Brass or copper with gold plating
PUR Cable jacket material/Color: TC-ER PVC/Black

Ratings:

® ®

15-18 Amps, 600 V
Nickel plated brass
Nylon

316 stainless steel
IECIP67

-40 to +90°C (-40 to +194°F)

M16 powerfast Receptacle Specifications

Mechanical
Contact carrier material:

Housing material/Plating:
Standard:
Additional options:

0O-Ring material:
Environmental protection:

Temperature rating:

Electrical

PUR Contact material: Brass or copper with gold plating
PVC

15-18 Amps, 600 V

Conductor insulation:
Nickel plated brass
316 stainless steel

Nitrile (BUNA N)
IECIP67
-40 to +105°C (-40 to +221°F)

Ratings:

® ®

M16 powerfast Field Wireable Specifications

Mechanical

Housing material/Color:
Contact carrier material:

Coupling nut material:
Standard:
Additional options:

Environmental protection:

Temperature rating:

Electrical
Glass filled nylon or PVC/Black Contact material:

PUR

Brass or copper with gold plating
Ratings: 15-18 Amps, 600 VAC

Nickel plated brass
Nylon
316 stainless steel

NEMA 6P and IEC IP67
-40 to +90°C (-40 to +194°F)

M16 powerfast Cordset Selection Matrix

il
‘;

uy

Straight Female Straight Male Right Angle Female

Right Angle Male

Pins AWG | Current Rating TC-ER TC-ER TC-ER TC-ER
2 12 18 Amps BKM 22-380-* BSM 22-380-* BKWM 22-380-* BSWM 22-380-*
3 14 15 Amps BKM 34-198-* BSM 34-198-* BKWM 34-198-* BSWM 34-198-*
4 14 15 Amps BKM 44-193-* BSM 44-193-* BKWM 44-193-* BSWM 44-193-*
Pins AWG | Current Rating SHIELDED TC-ER SHIELDED TC-ER
2 12 18 Amps BKMS 22-1759-* BSMS 22-1759-*
3 14 15 Amps BKMS 34-1364-* BSMS 34-1364-*
4 14 15 Amps BKMS 44-1363-* BSMS 44-1363-*

* Length in meters. Standard cable lengths are 2, 5 and 10 meters. Consult factory for other lengths.
Note: Extension cables are available, please consult Part Number Key (page 26).
Standard coupling nut material is nickel plated brass. Consult Part Number Key (page 26) for nylon and 316 stainless steel options.
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M16 powerfast™ Connectivity

M16 powerfast Receptacle Selection Matrix

Industrial
Automation

See pages 30-31 for dimensional drawings.
* Length in meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Note: Standard housing material is nickel plated brass. Consult Part Number Key (page 27) for 316 stainless steel options.

M16 powerfast Field Wireable Selection Matrix

: o 6 7 - 3 8
Front Mount D@ D@
Female Male Female Male
Rins AWGHIICuUlTent fating Mo;llilzt-i:lgr"ll'i-rread Molﬁll;:}:l;"‘ll'?rread Mozést}:\zl\'ll'?\:ead Moaﬁlst;rl\:h'll'z:ead
2 12 18 Amps BKF 22-*/14.5/NPT BSF 22-*/14.5/NPT BKF 22-*/18.375/NPT BSF 22-*/18.375/NPT
3 14 15 Amps BKF 34-*/14.5/NPT BSF 34-*/14.5/NPT BKF 34-*/18.375/NPT BSF 34-*/18.375/NPT
4 14 15 Amps BKF 44-*/14.5/NPT BSF 44-*/14.5/NPT BKF 44-*/18.375/NPT BSF 44-*/18.375/NPT
9 10 11 12
Front Mount
Female Male Female Male
Pins AWG | Current Rating M18 Mounting Thread M18 Mounting Thread M20 Mounting Thread M20 Mounting Thread
2 12 18 Amps BKF 22-*/M18 BSF 22-*/M18 BKF 22-*/M20 BSF 22-*/M20
3 14 15 Amps BKF 34-*/M18 BSF 34-*/M18 BKF 34-*/M20 BSF 34-*/M20
4 14 15 Amps BKF 44-*/M18 BSF 44-*/M18 BKF 44-*/M20 BSF 44-*/M20
13 P @ 14 e
Rear Mount 9 nﬁ
Female Male
Pins AWG | Current Rating M18 Mounting Thread M18 Mounting Thread
2 12 18 Amps BKFD 22-*/M18 BSFD 22-*/M18
3 14 15 Amps BKFD 34-*/M18 BSFD 34-*/M18
4 14 15 Amps BKFD 44-*/M18 BSFD 44-*/M18

15

A"Ir

16

4

>N

Straight Male, PG 11 Cable Gland

Straight Female, PG 11 Cable Gland
Accepts 8-11 mm Cable Diameter

Accepts 8-11 mm Cable Diameter

Pins C oﬁ;ilec'::)arli{st Current Rating Screw Terminal Screw Terminal
2 12 18 Amps BK 22-0 BS 22-0
3 14 15 Amps BK 34-0 BS 34-0
4 14 15 Amps BK 44-0 BS 44-0

See pages 30-31 for dimensional drawings.
Note: Standard coupling nut material is nickel plated brass. Consult factory for nylon and 316 stainless steel options.

www.turck.com - 1-800-544-7769 . Fax:(763)553-0708 « TURCK . Minneapolis, MN 55441

B2300 33

M16 powerfast



M16 powerfast™ Connectivity
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M16 powerfast Cordset, Receptacle and Field Wireable Dimensions

1 BKM..
r-izsga [ssAu]g-‘Iw.us [19.0]
-1
M16x0.75
_ 1
T
3 BKWM..
r-fw.gm [45.3]—-‘
1.459 [37.0]
J \\:w.ﬁs [19.0]
M16x0.75
5 BKF..*/14.5/NPT
976 [24.8]
.1555 [14.1]:| —
/2—14NPT1
R
M16x0.75 #1.122 [28.5]
_ 1
r J ~—=
i:I.OOO [25.4]
7 BKF..*/18.375/NPT
976 [24.8)
A =
I\
M16x0.75 01.122 [28.5]
RN\
T J ~—
1.000 [25.4]
9 BKF..*/M18
559 [14.2]:‘ 980 [24.9]
M18x0.751
1
M16x0.75 81.122 [28.5]
1 /)
J ~—~
LOCKNUT O—RING 1,000 [25.4]
11 BKF..*/M20
559 [142] 1980 [24.9]
Mzoxi.s—L P
T A\
M16x0.75 81.122 [28.5)
B T \\
LOCKNUT 0—RING 1.000 [25.4]
34 B2300

2 BSM..

2.697 [68.5] 0.748 [19.0]

4 BSWM..

I—— 1.902 [48.3] —-I

1.557 [39.5]

J = .
J ©.748 [19.0]

M16x0.75

6 BSF..*/14.5/NPT

(2.7 1.129 [28.7]
499 [12.7
1/2-14NPT-ﬂ_ l‘_
]

01.122 [28.5]

1.000 [25.4]
8
779 [12.2]
3/8-18NPT
RN — f
= \\\\\NII\ 3 21.122 [28.5]
L
1.000 [25.4]
10
.374 [9.5]
M18x0.75 —f
21.122 [28.5]
1.000 [25.4]
12 BSF..*/M20

1.004 [25.5]
g
M20x1. 1 <

—

21.122 [28.5]

1.000 [25.4]
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M16 powerfast™ Connectivity

M16 powerfast Cordset, Receptacle and Field Wireable Dimensions

13

15

BKFD..*/M18

BK..

l._ 2.717 [69.0] REF

@“E

01.106 [28.1]

1.000

[25.4]

©.748 [19.0]

M16x0.75

14

16

BSFD..*/M18

BS..

I._z.778 [70.5] REF

@E

TUWFECET

Industrial
Automation

81.106 [28.1]

1.000 [25.4]

0.748 [19.0]

M16 powerfast Cordset, Receptacle and Field Wireable Pinouts

2-Pin

Pinouts

Female

Male

3-Pin Pinouts
Female Male
2 2
1. WH
2. GN
1 & 3 1 3. BK

4-Pin

Pinouts

Female

Male

Hwn =
@
=

www.turck.com - 1-800-544-7769 - Fax:(763)553-0708 -

TURCK

+ Minneapolis, MN 55441
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M16 powerfast™ Connectivity

M16 powerfast Tee Specifications

o/ 7/

iraesi.

Mechanical

Electrical

Mold material/Color:
Contact carrier material:

Coupling nut material:
Standard:

Additional options:

Environmental Protection:

Temperature Rating:

Integral connector version:

Cable version:

PUR/Black
PUR

Nickel plated brass
Nylon
316 stainless steel

IEC IP67

Contact material:

Cable jacket material/Color:

Ratings:

Brass or copper with gold plating
TC-ER PVC/Black

15-18 Amps, 600 V

®

-40 to +105°C (-40 to +221°F)

-40 to +90°C (-40 to +194°F)

M16 powerfast Tee Selection Matrix

17 l'-'“,i 18 l?< é 19 r_?*., 20 !;Ig !
- 1 ¥ L -
3 \ | s
Integral M16 Power Cable Drop with Cable Trunk and Cable Drop Cable Dro
Connector Drop M16 Power Connector with M16 Power Connectors p
o Current
Pins AWG Rating TC-ER TC-ER TC-ER
2 12 18 Amps BSM/2BKM 22 BSM/2BKM 22-380-* BSM/2BKM 22-380-*/*/* BSM/BKM/T22-380-*
3 14 15 Amps BSM/2BKM 34 BSM/2BKM 34-198-* BSM/2BKM 34-198-*/*/* BSM/BKM/T34-198-*
4 14 15 Amps BSM/2BKM 44 BSM/2BKM 44-193-* BSM/2BKM 44-193-*/*[* BSM/BKM/T44-193-*

M16 powerfast h-Style Tee Selection Matrix

- - 1

27
I

21 22 23 24
. A _ 3 =»
> e— & [lm—= == e ol
| . e N B D"
. Integral M16 Power Cable Drop with Cable Trunk and Cable Drop
Trunk #1: Male Connector Connector Drop M16 Power Connector with M16 Power Connectors Cable Drop
. Current
Pins AWG Rating TC-ER TC-ER TC-ER
2 12 18 Amps SH-BSM/2BKM 22 SH-BSM/2BKM 22-380-* SH-BSM/2BKM 22-380-*/*/* SH-BSM/BKM/T22-380-*
3 14 15 Amps SH-BSM/2BKM 34 SH-BSM/2BKM 34-198-* SH-BSM/2BKM 34-198-*/*/* SH-BSM/BKM/T34-198-*
4 14 15 Amps SH-BSM/2BKM 44 SH-BSM/2BKM 44-193-* SH-BSM/2BKM 44-193-*/*/* SH-BSM/BKM/T44-193-*
25 26 28

Cable Drop with

Cable Trunk and Cable Drop

. Integral M16 Power
Trunk #2; Male Connector Connector Drop M16 Power Connector with M16 Power Connectors Cable Drop
. Current
Pins AWG Rating TC-ER TC-ER TC-ER
2 12 18 Amps SH-BKM/BSM/BKM 22 | SH-BKM/BSM/BKM 22-380-* | SH-BKM/BSM/BKM 22-380-*/*/* | SH-BKM/BSM/T22-380-*
3 14 15 Amps SH-BKM/BSM/BKM 34 | SH-BKM/BSM/BKM 34-198-* | SH-BKM/BSM/BKM 34-198-*/*/* | SH-BKM/BSM/T34-198-*
4 14 15 Amps SH-BKM/BSM/BKM 44 | SH-BKM/BSM/BKM 44-193-* | SH-BKM/BSM/BKM 44-193-*/*/* | SH-BKM/BSM/T44-193-*

See pages 33-38 for dimensional drawings.
* Length in meters. Standard cable lengths are 2, 5 and 10 meters. Consult factory for other lengths.
Note: Standard coupling nut material is nickel plated brass. Consult Part Number Key (page 27) for nylon and 316 stainless steel options.

36 B2300
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M16 powerfast™ Connectivity Trurcc
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M16 powerfast H-Style Tee Selection Matrix
29 30 | c— 31
n'_—; o I | < e
. Integral M16 Power Cable Drop with Cable Trunk and Cable Drop with
Trunk #1: Male Connector Connector Drop M16 Power Connector M16 Power Connectors
. Current
Pins AWG Rating TC-ER TC-ER
2 12 18 Amps BH-BSM/3BKM 22 BH-BSM/3BKM 22-380-* BH-BSM/3BKM 22-380-*/*/*/*
3 14 15 Amps BH-BSM/3BKM 34 BH-BSM/3BKM 34-198-* BH-BSM/3BKM 34-198-*/*/*/*
4 14 15 Amps BH-BSM/3BKM 44 BH-BSM/3BKM 44-193-* BH-BSM/3BKM 44-193-*/*/*/*
32 33 34
& a - = — T~ -F
. Integral M16 Power Cable Drop with Cable Trunk and Cable Drop with
Trunk #2; Male Connector Connector Drop M16 Power Connector M16 Power Connectors
q Current
Pins AWG Rating TC-ER TC-ER
2 12 18 Amps BH-BKM/BSM/2BKM 22 BH-BKM/BSM/2BKM 22-380-* BH-BKM/BSM/2BKM 22-380-*/*/*/*
3 14 15 Amps BH-BKM/BSM/2BKM 34 BH-BKM/BSM/2BKM 34-198-* BH-BKM/BSM/2BKM 34-198-*/*/**
4 14 15 Amps BH-BKM/BSM/2BKM 44 BH-BKM/BSM/2BKM 44-193-* BH-BKM/BSM/2BKM 44-193-*/*/*|*

See pages 37-38 for dimensional drawings.
* Length in meters. Standard cable lengths are 2, 5 and 10 meters. Consult factory for other lengths.
Note: Standard coupling nut material is nickel plated brass. Consult Part Number Key (page 27) for nylon and 316 stainless steel options.

M16 powerfast Tee Dimensions

17 Integral M16 Power Connector Drop
BSM/2BKM..
4.486R [;14.0] 1.024 [26.0] REF
0.748 [19.0]1 E 0.748 [19.5‘ 591 [15.0]
o L

M16x0.75 M16x0.75

[58.8]
REF

CLEARANCE FOR
#8 FASTENER M4

1.240 [31.5] 2x

l—0.748 [19.0]
I——M16x0.75

www.turck.com - 1-800-544-7769 - Fax:(763)553-0708 « TURCK - Minneapolis, MN 55441 B2300 37

M16 powerfast



M16 powerfast™ Connectivity R@RIEF
D INIE

iraesi.

M16 powerfast Tee Dimensions

18 Cable Drop with M16 Power Connector

BSM/2BKM..
©.748 [19.5‘
1

4.486 [114.0]
Er 1.024 [26.0] REF

591 [15.0]

©.748 [19.0]

1.969 [50.0]
REF

i B
T

CLEARANCE FOR
#8 FASTENER M4
2x

1.240 [31.5]

=l le—0.748 [19.0]
——I I-— M16x0.75

19 Cable Trunk and Cable Drop with M16 Power Connectors
BSM/2BKM..

’i 3.701 [94.0] 4‘

8.748 [19.0]
i

9.748 [19.0] _J

M16x0.75

CLEARANCE FOR
#8 FASTENER M4
2x

1.240 [31.5]

— l=—¢.748 [19.0]
——I I-— M16x0.75

20 Cable Drop
BSM/BKM/T..

’* 3.701 [94.0] 4‘

748 [19.0]
I .

CLEARANCE FOR
#8 FASTENER M4
1.240 [31.5] 2x
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M16 powerfast h-Style Tee Dimensions

Integral M16 Power Connector Drop, Trunk #1 Male
SH-BSM/2BKM..

1.024 [26.0]

.748 [19.0] "‘ = " REF

7)

4.486 [114.0]
REF

©.748 [19.O]L
T

7 | [/
M16x0.75 gy ) . M16x0.75 /

1.181 [30.0]

CLEARANCE FOR
48 FASTENER M4
2x

1.240 [31.5]

Cable Drop with M16 Power Connector, Trunk #1 Male
SH-BSM/2BKM..

4.487 [114.0]

————————————

©.748 [19.0]—L

1.024 [26.0]

0.748 [19.0] it

CLEARANCE FOR
#8 FASTENER M4
2x

1.240 [31.5]

Cable Trunk and Cable Drop with M16 Power Connectors, Trunk #1 Male
SH-BSM/2BKM..

3.701 [94.0]
REF ©.748 [19.0]

,Ih—l

L M16x0.75
_fra.us [19.0]
CLEARANCE FOR _‘
#8 FASTENER M4
2x L M16x0.75
1240 [31.5] f

Cable Drop, Trunk #1 Male
SH-BSM/BKM/T..

4.487 [114.0]
REF 0.748 [19.0]

©.748 [19.0]—L

CLEARANCE FOR
#8 FASTENER M4
2x

1.240 [31.5]
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M16 powerfast h-Style Tee Dimensions

Integral M16 Power Connector Drop, Trunk #2 Male
SH-BKM/BSM/BKM..

4.486 [114.0] 1.024 [26.0]
REF REF

@.748 [19.0]

M16x0.75

[30.0]

CLEARANCE FOR
#8 FASTENER M4
2x

1.240 [31.5] 0.748 [19.0]

Cable Drop with M16 Power Connector, Trunk #2 Male
SH-BKM/BSM/BKM..

————————————

4.486 [114.0]
REF

0.748 [19.0]1
—

M16x0.75
CLEARANCE FOR

#8 FASTENER M4
2x

i—w.ua [19.0]
T

“ M16x0.75

1.240 [31.5]

Cable Trunk and Cable Drop with M16 Power Connectors, Trunk #2 Male
SH-BKM/BSM/BKM..

3.701 [94.0]
REF

0.748 [19.0]

M16x0.75

CLEARANCE FOR
#8 FASTENER M4
2x

1.240 [31.5]

Cable Drop, Trunk #2 Male
SH-BKM/BSM/T..

O —

4.486 [114.0]
REF

0.748 [19.0]1
—

M16x0.75
CLEARANCE FOR

#8 FASTENER M4
2x

i—w.ua [19.0]
T

“ M16x0.75

1.240 [31.5]
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M16 powerfast H-Style Tee Dimensions

Integral M16 Power Connector Drop, Trunk #1 Male
BH-BSM/3BKM..

0.748 [19.0]1 0.748 [19.0] "‘
B 1 @Y

M16x0.75 “——~ \ ' M16x0.75
N\

4.486 [114.0] 1.024 [26.0]
REF REF

[30.0]

0.748 [19.0]j —=! 1.240 [31.5] l=— Lw.ua [19.0]

Cable Drop with M16 Power Connector, Trunk #1 Male
BH-BSM/3BKM..

4.486 [114.0]
REF 1.024 [26.0]

©.748 [19.0] REE

©.748 [19.0]1
4

M16x0.75

0.748 [19.o]j —{ 1.240 [31.5] |=—

Cable Trunk and Cable Drop with M16 Power Connectors, Trunk #1 Male
BH-BSM/3BKM..

0.748 [19.0]—J " 3'70:25?4'0] - i—o.ua [19.0]
M16x0.75 = M16x0.75
[ ] . |
0.748 [19.0]
i
)

M16x0.75

il

L

8.748 [19.0]—r — 1.240 [31.5] l=—

www.turck.com - 1-800-544-7769 - Fax:(763)553-0708 « TURCK - Minneapolis, MN 55441 B2300 41

M16 powerfast



Z @ngm

M16 powerfast H-Style Tee Dimensions

Integral M16 Power Connector Drop, Trunk #2 Male
BH-BKM/BSM/2BKM..

0.748 [19.0]
iy NP
i |

4.486 [114.0]
REF

1.024 [26.0]
0.748 [19.0] REF

M16E M16x0.75
_f [30.0]
M16E : / : M16x0.75
©.748 [19.0]—T —={ 1.240 [31.5] |e— ®.748 [19.0]

Cable Drop with M16 Power Connector, Trunk #2 Male
BH-BKM/BSM/2BKM..

4.486 [114.0]
REF

1.024 [26.0]
0.748 [19.0] bk

I 0.748 [19.0]

M16x0.75 M16x0.75

0.748 [19.o]j_ —={ 1.240 [31.5] l= %
Al

Cable Trunk and Cable Drop with M16 Power Connectors, Trunk #2 Male
BH-BKM/BSM/2BKM..

3.701 [94.0]
8.748 [19.0] 1 REF

8.748 [19.0]

M16x0.75

M16x0.75

0.748 [19.0] j_

-

MR

—={ 1.240 [31.5] |=
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M16 powerfast™ Connectivity

M16 powerfast Tee Wiring Diagrams

2-Pin

pp le———=<1 4
T2 ——2

21
J2

Trunk #1 Male, 2-Pin

- <
P1, 5

|

<2 V2

Trunk #2 Male, 2-Pin

1> —>1p,
2

‘”2

[E—

g V2

M16 powerfast H-Style Tee Wiring Diagrams

Trunk #1 Male, 2-Pin

<
2 J1

2

1
P D D P

Trunk #2 Male, 2-Pin

3-Pin
11
P1 2 2 U1
3 : 3
321
J2

Trunk #1 Male, 3-Pin

1€&—e—< 1
P12 2 1
3 3
<
L <22

—=<3

Trunk #2 Male, 3-Pin

[ S — |
J1 2 2 P1
3 3
<
—<2J2

Trunk #1 Male, 3-Pin

1€¢—e9— 1
P12 21
3 3

J2 2 2 J3
3I>—o———=<3

Trunk #2 Male, 3-Pin

J1

Trunk #1 Male, 4-Pin

J1

Trunk #2 Male, 4-Pin

>

1
2
3
4

[NERININ

L <
—=<2
_3
L <4

J2

Trunk #1 Male, 4-Pin

J1

FNYPENIN
PON -

J3

Moen -
Pon -

Trunk #2 Male, 4-Pin

TUWFECET

Industrial
Automation

1 >———>1 1> 1
1> e 5, J1 2 2 P1 2 2
g, 5 P 3 3 J1 g 3P
4 4
1 1 1 1
1
25 4 % ﬂ;) . <§ 3 J2 5 § J3
4 >4
M16 powerfast Tee Pinouts
2-Pin 3-Pin
Female Male Female Male Male

SRR
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M16 powerfast™ Connectivity

M16 powerfast Closure Cap Selection Matrix

w
n
w
o
w
N
w
©
w
o
Y
)

o/ 7/

iraesi.

Mates to male
cordsets and
receptacles

Mates to female
cordsets and
receptacles

Mates to male
receptacles

Mates to female
receptacles

Mates to male
cordsets and
receptacles

Mates to female
cordsets and
receptacles

Material

6" Loop

Thread Lanyard

6" Loop
Lanyard

6" Lanyard
with Eyelet

6" Lanyard
with Eyelet

No Lanyard

No Lanyard

Nickel Plated Brass

M16 BKM-CC

BSM-CC

BKF-CC

BSK-CC

BKM-MC

BSM-MC

See table below for dimensional drawings.

M16 powerfast Closure Cap Dimensions

35 BKM-CC 36 BSM-CC
r
657 [16.7]
REF. =
¢47431[61x%3]5$1 L 0'74»?1&;%:1 H:
38 BSF-CC 39 BKM-MC
I | I
657 [16.7 650 [16.5]
REF. = [o EYE-LET — L | |
0.748 [19.0] J L ©.748 [19.0] J L
M16x0.75 M16x0.75

37

40

©.748 [19.0]
M16x0.75

598 [15.2
REF.

.748 [19.0]

o]

M16 powerlok

Part Number

Application

LOCK-M16
LOCK-M16-TEE

Nylon locking guard for straight
M16 powerfast connectors

44 B2300

M16 powerlok Open

M16 powerlok Closed
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M23 powerfast™ CONNECTIVITY

Part Number Keys

Cordset and Receptacle Specifications
Cordset and Receptacle Selection Matrix
Cordset and Receptacle Dimensions

Cordset and Receptacle Pinouts

46
47
48
49
50

e Options for combination of power and signal wires in one cable

¢ Shielded versions available

e 6to 9-pin

* 12 to 14 AWG conductors for power, 18 AWG conductors for signal
e Up to 30 Amp, 600 Volt rated for power

e Up to 8 Amp, 300 Volt rated for signal

e AWM or tray rated-exposed run PVC cable

e |[ECIP67 protection
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M23 powerfast™ Connectivity

NI
A IMESIL.

M23 powerfast Cordset Part Number Key

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

C/KIM 64-078 | - | * | /S..
M23 (23 mm) powerfast Cordset Varieties
(blank) =PVC jacket
Gender /S90  =PUR jacket
K =female contact holder, female threads

Length in Meters

S =male contact holder, female threads
SS = male contact holder, male threads

Number of Wires / AWG / Color Codes
64-078 = 6x14 AWG WH, RD, GN, OG, BK, BU

Configuration

M = straight 74-079 = 7x14 AWG WH/BK, BK, WH, RD, OG, BU, GN
WM =rightangle 94-080 = 3x14 & 6X18 AWG RD, WH, WH/BK, BU, OG, BK, GN/BK, GN, RD/BK
(blank) = straight assembled connector 622-059 = 6x12 AWG BU, RD, GN, BN, OG, YE

822-287 = 4x12 & 4X18 AWG BU, GN, WH, BK, OG, RD, WH/BK, RD/BK
Coupling Nut Material / Shielding 622-286 = 6x12 AWG BU, RD, GN, BN, OG, YE

(blank) =nickel plated brass 822-288 = 4x12 & 4X18 AWG BU, GN, WH, BK, OG, RD, WH/BK, RD/BK

Vv = stainless steel
S = shielded Insertion Point of Extension Cable 2nd Prefix*

* Male connector listed 1st, female connector 2nd
Example: CSM CKM 64-078-1

Extension Examples:

C KM C KM 74-079 | - | * | /S..

=" HH HH C/SS|m C KM 622-059 - | *| /S..

M23 powerfast Receptacle Part Number Key

C|K|F 64-6 | -
M23 (23 mm) powerfast Receptacle Length in Meters
Gender Number of Wires / AWG / Color Codes
K =female contact holder, male threads 64-6 = 6x14 AWG WH, RD, GN, OG, BK, BU
S =male contact holder, male threads 74-7 = 7x14 AWG WH/BK, BK, WH, RD, OG, BU, GN
94-9 = 3x14 &6X18 AWG RD, WH, WH/BK, BU, OG, BK, GN/BK, GN, RD/BK
Designator for R tacl 622-6 =6x12 AWG BU, RD, GN, BN, OG, YE
esignator for Receptacie 822-8 =4x12&4X18 AWG BU, GN, WH, BK, OG, RD, WH/BK, RD/BK

Mounting Style

(blank) =front mount

D = rear mount

F =flange

MF =flange, rotating coupling nut
L = front mount, long threads
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M23 powerfast™ Connectivity Trurcc

Industrial
Automation

M23 powerfast Single Keyway Cordset Specifications

Mechanical Electrical
Mold material/Color: PUR/Black Contact material: Brass with gold plating
Contact carrier material: Nylon or PBT Cable jacket material/Color: PVC/Yellow
Coupling nut material: Ratings:
Standard: Nickel plated brass Power: 20 Amps, 300V
Additional options: 316 stainless steel Signal: 8 Amps, 150V
Environmental Protection: IEC IP67
Temperature Rating: -40 to +105°C (-40 to +221°F)

M23 powerfast 3-Key Cordset Specifications

Mechanical Electrical
Mold material/Color: PUR/Black Contact material: Brass with gold plating
Contact carrier material: Nylon or PBT Cable jacket material/Color: TC-ER PVC/Yellow
Coupling nut material: Ratings:

Standard: Nickel plated brass Power: 30 Amps, 600 V
Environmental Protection: IEC IP67 Signal: 9 Amps, 300V
Temperature Rating: -40 to +90°C (-40 to +194°F)

M23 powerfast

M23 powerfast Single Keyway Receptacle Specifications

Mechanical Electrical
Contact carrier material: Nylon or PBT Contact material: Brass with gold plating
Housing material/Plating: Conductor insulation: PVC

Stanvd.ard: . Nickel plated brass Ratings:

Additional options: 316 stainless steel Power: 20 Amps, 300V
Environmental Protection: IECIP67 Signal: 8 Amps, 150V
Temperature Rating: -30 to +90°C (-40 to +194°F)

M23 powerfast 3-Key Receptacle Specifications

Mechanical Electrical
Contact carrier material: Nylon or PBT Contact material: Brass with gold plating
Housing material/Plating: Conductor insulation: PvC

Standard: Nickel plated brass Ratings:
Environmental Protection: IEC IP67 Power: 30 Amps, 600V
Temperature Rating: -30 to +80°C (-40 to +176°F) Signal: 9 Amps, 300 V

www.turck.com - 1-800-544-7769 - Fax:(763)553-0708 « TURCK - Minneapolis, MN 55441 B2300 47



M23 powerfast™ Connectivity
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M23 powerfast Single Keyway Cordset Selection Matrix

b

Straight Male

N

Straight Female Straight Male

Pins AWG Current Rating Single Keyway Single Keyway Single Keyway
6 14 20 Amps CKM 64-078-* CSM 64-078-* CSSM 64-078-*
7 14 20 Amps CKM 74-079-* CSM 74-079-* CSSM 74-079-*
9 3x14; 6x18 8 Amps (1-3,5,7,9), 20 Amps (4,6,8) CKM 94-080-* CSM 94-080-* CSSM 94-080-*

M23 powerfast 3-Key Cordset Selection Matrix

3 ¢ 4 5 = 6
[ N
L . 4
T 7SS TS —_—— . T e—
~- _—— P 4 ¢
e === &

Straight Female

Straight Male

Right Angle Female

Right Angle Male

Pins AWG Current Rating 3-Key 3-Key 3-Key 3-Key
6 12 30 Amps CKM 622-059-* CSSM 622-059-* CKWM 622-059-* CSSWM 622-059-*
8 4x12;4x18 9 Amps (A-D), 30 Amps (1-4) CKM 822-287-* CSSM 822-287-* CKWM 822-287-* CSSWM 822-287-*
Pins AWG Current Rating Shielded 3-Key Shielded 3-Key Shielded 3-Key Shielded 3-Key
6 12 30 Amps CKMS 622-286-* CSSMS 622-286-* CKWMS 622-286-* | CSSWMS 622-286-*
8 4x12;4x18 9 Amps (A-D), 30 Amps (1-4) CKMS 822-288-* CSSMS 822-288-* CKWMS 822-288-* | CSSWMS 822-288-*

M23 powerfast Single Keyway Receptacle Selection Matrix

7 : 7 Y 8 : 8 Py .
Front Mount @ W@@ @ W@\@
Female Male Female Male
pins | AWG R = e g
6 14 20 Amps CKF 64-6-* CSF 64-6-* CKFL 64-6-* CSFL 64-6-*
7 14 20 Amps CKF 74-7-* CSF 74-7-* CKFL 74-7-* CSFL 74-7-*
9 3x14;6x18 8 Amps (1-3,5,7,9), 20 Amps (4,6,8) CKF 94-9-* CSF 94-9-* CKFL 94-9-* CSFL 94-9-*

M23 powerfast 3-Key Receptacle Selection Matrix

Front Mount

T

10

&

11

- ‘

“a

Female Male Male
Pins AWG Current Rating Flange Mount Flange Mount M20 Mounting Thread
6 12 30 Amps CKFMF 622-6-* CSFF 622-6-* CSF 622-6-*
8 4x12;4x18 9 Amps (A-D), 30 Amps (1-4) CKFMF 822-8-* CSFF 822-8-* CSF 822-8-*

See pages 45-46 for dimensional drawings.
* Length in meters. Standard cable lengths are 2, 5 and 10 meters. Standard lead length is 0.5 meters. Consult factory for other lengths.
Note: Extension cables are available, please consult Part Number Key (page 42).
Standard coupling nut and housing material is nickel plated brass. Consult Part Number Key (page 42) for 316 stainless steel options.

48 B2300
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M23 powerfast™ Connectivity Trurcc

Industrial
Automation

M23 powerfast Single Keyway Cordset Dimensions

CKM (CSM).. CSSM..

3.274 [83.2 : | 3.335 [84.7 .929 [23.6
I-i i ]41_{4’1024 [26.0] l—i [ ]4-I£; [23.6]

:' _f | guuyl == M23x1
T _{X E f_{
7

CSSM..

3.888 [98.7] — = W»OZ‘;E[FZ&OJ

M23X1

e

CKWM.. CSSWM..

h 3.280 [83.3] REF ————= [—7 3.280 [83.3] REF ———=

L L Y T L N

3.642 [92.5]
EF

it B

ﬂ V2 LE—M.OSE; [27.9]

3.441 [87.4]
REF

M23 powerfast Single Keyway Receptacle Dimensions

CKEF (CSF).. CKFL (CSFL) ..
035 [26.3 1.193 [30.3]
.041 [1.0] MAX.PAN%[-— 197 [5.O]M2AA§X1.F5ANEW—‘ r—
M20x1.5 x1. L
Gt f

[26.0]
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M23 powerfast™ Connectivity
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M23 powerfast 3-Key Receptacle Dimensions

CKFMF.. CSFF..
1.770 [45.0 1.102 [28.0 1.592 [40.4] .780 [19.8]
r_ [_l]=_j_f : ] 0.126 [3.2] r_v _-‘ 0.126 [03.2]

780 [19.8]

.780 [19.8] - M23X1

4

.780 [19.8] ZFLANGE MOUNT

Z FLANGE MOUNT

CSF..

1.535 [39.0)
.236 [6.0] “
Mzoxw.sjL

] 21.055 [26.8]

.945 [24.0]
LOCKNUT

M23 powerfast Single Keyway Cordset and Receptacle Pinouts

6-Pin Pinouts 7-Pin Pinouts
Female Male Female Male
3 3 1. WH 3 3 1. WH/BK
2. BK
4 > P 4 2. RD 4 2 2 4 3. WH
3. GN :
4. RD
4. 0OG
5. BK 5. 0G
5 1 1 5 6. BU 5 1 1 5 6. BU
6 6 v € 7 ° 7. GN
9-Pin Pinouts
Female Male

WoONOUVAWN =
o
9]

M23 powerfast 3-Key Cordset and Receptacle Pinouts

6-Pin, 3-Key Pinouts 8-Pin, 3-Key Pinouts

Female Male Female Male 1 BU

g 1.BU 1.GN

2.RD . . 3.WH

L.GN . 4.BK

2 4.BN A.0G

0 5.0G B.RD
GROUND 6.YE CONNEETED - o) C. WH/BK
Py too | g oo e o D-RD/BK
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M40 powerfast™ CONNECTIVITY

www.turck.com

Part Number Keys

Cordset and Receptacle Specifications

Cordset and Receptacle Selection Matrix

Cordset and Receptacle Dimensions

Cordset and Receptacle Pinouts

h-Style Tee, Jumper Plug and Extension Specifications
h-Style Tee, Jumper Plug and Extension Matrix
h-Style Tee, Jumper Plug and Extension Dimensions

h-Style Tee, Jumper Plug and Extension Pinouts

52
53
53
54
54
55
56
57
57

e Options for combination of power & signal wires in one cable
e 8 AWG conductors for power

e 14 AWG and 18 AWG conductor options for signal

e Up to 35 Amp, 250 and 600 volt rated
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M40 powerfast™ Connectivity

NI
A IMESIL.

M40 powerfast Cordset Part Number Key

Part Number Keys are to assist in IDENTIFICATION ONLY. Consult factory for catalog items not identified.

H'S

M

4

80/ 0| - 1279 - | *| /S..

M40 powerfast Cordset

Gender

K =female connector, female threads
S = male connector, male threads

M =molded connector
(blank) = assembled connector

Shielding

S = shield tied to coupling nut

Housing Material

(blank) = nickel plated brass

Insertion Point for 2nd Connector*

* Male connector listed 1st, female connector 2nd
Example: HSM HKM 4800-1279-5

Number of Power Wires

4 =4 wires connected to power pins
3 = 3 wires connected to power pins

Extension Example:

| O [

Varieties

/S... = consult factory
/CS... = consult factory

Length in Meters

Color Codes / Cable Type

1279 = WH, BK, RD, GN, TC-ER TPE Black

1313 = WH, BK, RD, GN, TC-ER TPE Yellow

1314 = WH, BK, RD, GN, BK, WH, BN, BU, TC-ER TPE Black

1884 = BK"V", BK"U", BK"W". BU/YE"+", BU/YE"-", GN/YE, TC-ER/STOOW,
PVC Black

Gauge of Control Wires

0 = no connection or 20 AWG wire to control wins
4 =14 AWG Wire to control pins
6 =16 AWG wire to control pins
8 =18 AWG wire to control pins

Number of Control Wires

0 = no connection to control pins
2 =2 control pins connected
4 =4 control pins connected

Gauge of Power Wires

8 =8 AWG wire to power pins
0=10 AWG wire to power pins

HISM H KM 48 0(0 -|1279 - |* | /S..

M40 powerfast Receptacle Part Number Key

M40 powerfast Receptacle

H

S

48/ 0/ 0 -|*|/S.

Gender

K =female connector, female threads
S = male connector, male threads

Designator for Receptacles

Mounting Style

F = flange
MF = flange, rotating coupling nut

Number of Power Wires

Varieties

/S... = consult factory
/CS... = consult factory

Length in Meters

Gauge of Control Wires

0 = no connection or 20 AWG wire to control pins
4= 14 AWG wire to control pins
6 =16 AWG wire to control pins
8 =18 AWG wire to control pins

Number of Control Wires

4 =4 wires connected to power pins
3 =3 wires connected to power pins

52 B2300

0 = no connection to control pins
2 =2 control pins connected
4 =4 control pins connected

Gauge of Power Wires

8 =8 AWG wire to power pins
0 =10 AWG wire to power pins
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M40 powerfast™ Connectivity

M40 powerfast Cordset Specifications

TUWFECET

Industrial

Automation

Mechanical

Mold matetrial/Color: Polyamide/Black

Contact carrier material: Nylon

Coupling Nut material Nickel plated brass
Environmental Protection: IEC IP67

Temperature Rating: -40 to +90°C (-40 to +194°F)

Electrical

Contact material:

Cable jacket material:

Ratings:

Power:
Signal:

35 Amps, 600 VAC
4-9 Amps, 250 VAC

Brass or copper with gold plating
TC-ER PVC

M40 powerfast Receptacle Specifications

Mechanical

Contact carrier material: Nylon

Housing material/Plating: Nickel plated brass
Environmental protection: IEC IP67

Temperature rating: -40 to +105°C (-40 to +221°F)

M40 powerfast Cordset Selection Matrix

Pins AWG Current Rating
4 8 35 Amps
6 4x8; 2x14 35 Amps (8 AWG), 9 Amps (14 AWG)
8 4x8; 4x18 35 Amps (8 AWG), 4 Amps (18 AWG)

Electrical

Contact material:

Conductor insulation:

Ratings:

Power:
Signal:

,.4|i"!

@

Straight Female

HKM 4800-1279-*
HKM 4824-1884-*

HKM 4848-1314-*

35 Amps, 600 VAC
4-9 Amps, 250 VAC

Straight Male

HSM 4800-1279-*

HSM 4824-1884-*

HSM 4848-1314-*

Brass or copper with gold plating

M40 powerfast Receptacle Selection Matrix

Front Mount

Pins AWG Current Rating
4 8 35 Amps
6 4x8; 2x14 35 Amps (8 AWG), 9 Amps (14 AWG)
8 4x8; 4x18 35 Amps (8 AWG), 4 Amps (18 AWG)

Female

Flange Mount

HKFMF 4800-*

HKFMF 4824-*

HKFMF 4848-*

www.turck.com - 1-800-544-7769 . Fax:(763)553-0708 « TURCK « Minneapolis, MN 55441

Flange Mount

HSFF 4800-*

HSFF 4824-*

HSFF 4848-*
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M40 powerfast™ Connectivity
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M40 powerfast Cordset and Receptacle Dimensions

1 HKM.. 2 HSM..
5.134 [130.4] REF ﬁ“w [141.9] REFﬁ
M40x1.5
? — M40x1.5 (]:[)
3 HKFMF.. 4 HSFF..
2.114 [53.7] REF 1.181 [30.0]
e 3.135 [79.6] REF 1.181 [30.0]
= s TEe— Py 0165 [34.2] r 4-‘ 0.165 [24.2]
% \ M40x1.5 1.181 [30.0]
M40x1.5 I 1.181 [30.0]
Z A FLANGE MOUNT
FLANGE MOUNT
M40 powerfast Cordset and Receptacle Pinouts
4-Pin Pinouts 6-Pin Pinouts
Female Male Female Male
V. WH V. BlackV
U. BK
U. BlackU
W. RD
LGN W. Black W
L L. GN/YE
+. N/C -
+. BU/YE"+
- e —. BU/YE"-"
1. N/C ’
2. N/C
8-Pin Pinouts
Female Male
V. WH
U. BK
W. RD
1. GN
+. BK
-. BU
1. WH
2. BN

54 B2300
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M40 powerfast™ Connectivity

TUWFECET

Industrial
Automation

M40 powerfast h-Style Tee Specifications

Mechanical

Mold material/Color:
Contact carrier material:
Coupling nut material:
Environmental protection:

Temperature rating:

Polyamide/Black

Nylon

Nickel plated brass

IEC IP67

-40 to +90°C (-40 to +194°F)

Electrical
Contact material:

Ratings:
Power:
Signal:

Brass or copper with gold plating

35 Amps, 600 VAC
9 Amps, 250 VAC

M40 powerfast Jumper Plug Specifications

Mechanical

Mold material/Color:
Contact carrier material:
Coupling nut material:
Environmental protection:

Temperature rating:

M40 powerfast to Harting Connector Specifications

Polyamide/Black

Nylon

Nickel plated brass

IEC IP67

-40 to +90°C (-40 to +194°F)

Electrical
Contact material:

Ratings:
Power:
Signal:

Brass or copper with gold plating

35 Amps, 600 VAC
9 Amps, 250 VAC

Mechanical

Mold material/Color:

M40 connector:
Hood material/Color:

Harting connector:

Contact carrier material:

M40 connector:

Harting connector:

Coupling nut material:
M40 connector:
Environmental protection:

M40 connector:

Harting connector:

Temperature rating:

Polyamide/Black

Zinc die-cast/Black (Harting)

Nylon

Polycarbonate
Nickel plated brass
IEC IP67

IEC IP65
-40 to +90°C (-40 to +194°F)

Electrical
Contact material:
M40 connector:

Harting connector:

Cable jacket material:
Standard:

Additional options:

Ratings:

www.turck.com - 1-800-544-7769 . Fax:(763)553-0708 « TURCK « Minneapolis, MN 55441

Brass or copper with gold plating
Copper alloy with gold over

silver plating
TC-ER STOOW PVC

TC-ER PVC (/S4000 version)
20 Amps, 600 VAC
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M40 powerfast™ Connectivity

M40 powerfast h-Style Tee Selection Matrix

Pins

Drop AWG

Trunk Current Rating

Drop Current Rating

Integral M40 Connector Drop

4x8; 2x14

35 Amps (8 AWG), 6 Amps (14 AWG)

35 Amps (8 AWG), 9 Amps (14 AWG)

SH-HSM/2 HKM 4824

M40 powerfast Jumper Plug Selection Matrix

Pins

AWG

Current Rating

Male

4x8; 2x14

35 Amps (8 AWG), 9 Amps (14 AWG)

HSM 4824/J)+ -

M40 powerfast to Harting Connector Selection Matrix

Pins

AWG

Current Rating

TC-ER

TC-ER STOOW

4x12; 2x14

20 Amps (12 AWG), 9 Amps (14 AWG)

HSM 40 HANQW4/2-1850-*/S4000

HSM 40 HANQW4/2-1668-*

56 B2300
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M40 powerfast™ Connectivity Twrcs

Industrial
Automation

M40 powerfast h-Style Tee and Jumper Plug Receptacle Dimensions

SH-HSM-2HKM.. HSM-J..

ﬁs.sm [141.9] REF4—‘
Il a
Ol

0-RING

8.083 [205.3]
R

EF F
2.000 [50.8
t ] 21.811 [46.0]
1.803 [45.8]

0 |

T e ) (©)

CLEARANCE HOLES
FOR M5 FASTENERS N
#10)

4x

(-

21.811 [46.0]

M40 powerfast to Harting Receptacle Dimensions
HSM-HANQW..

5.587 [141.8] REF ﬁ

= ..
Ul

0-RING

2.791
RE

M40 powerfast h-Style Wiring Diagram

6-Pin

V&E————9——<V

v u

w w
P1 + + J1
GND GND

—<v

—<u

W
L—— <"

<+
——<Gono

M40 powerfast Jumper Plug and M40 powerfast to Harting Connector Pinouts

6-Pin Pinouts 6-Pin Pinouts 6-Pin Pinouts
Male Male Female

V. N/C ; \F;\II?-I U. RD

U. N/C 3' BK V. WH

W. N/C L GN W. BK

L. N/C Z N/C L. GN

+. Jumper to "-" 1'1 N/C +. Jumper to "-"

-. Jumperto "+ 12. N/C -. Jumperto "+
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powerfast™ Connectivity Trurcc

Industrial
Automation
BH-BKM/BSM/2BKM 22. . . ... ..... 37 BSM/2BKM 44-193-*. . . . ... ... ... 36 GKDM 40-*M/S4000. . . .. ........ 13 GSDM/GKDM/T30-*/S4000 . . ...... 17
BH-BKM/BSM/2BKM 22-380-*. . . . . .. 37 BSM/2BKM 44-193-*/*/* .. .. .. ... 36 GKDM40-0. . . ...... .o 14 GSDM/GKDM/T32-% . . .. ... ... ... 17
BH-BKM/BSM/2BKM 22-380-*/*/*/* . . . 37 BSM/BKM/T22-380-*. . . . ... ...... 36 GKDM42-*M . ... 13 GSDM/GKDM/T32-*/S4000 . . ...... 17
BH-BKM/BSM/2BKM 34 . . . ... ..... 37 BSM/BKM/T34-198-*, . . ... ....... 36 GKDM 42-*M/S4000. . . . . ........ 13 GSDM/GKDM/T34-* . . . ...t 17
BH-BKM/BSM/2BKM 34-198-*. . . . . .. 37 BSM/BKM/T44-193-*. . . .. ........ 36 GKDM44-*M . .. ... o 13 GSDM/GKDM/T34-%/S4000 . . ...... 17
BH-BKM/BSM/2BKM 34-198-*/*/*/* . . . 37 BSM-CC......... ... .. 44 GKDM 44-*M/S4000. . . ... ....... 13 GSDM/GKDM/T40-* . . ... ... ... .. 17
BH-BKM/BSM/2BKM 44. . . .. ... ... 37 BSM-MC ... 44 GKDM-CC .. ..o 26 GSDM/GKDM/T40-%/S4000 . . ... ... 17
BH-BKM/BSM/2BKM 44-193-*. . . . . .. 37 BSMS 22-1759-*. . . . ... ... ... ... 32 GKDM-MC . . .. oo 26 GSDM/GKDM/T42-* . . ... ... ..., 17
BH-BKM/BSM/2BKM 44-193-*/*/*/* . . . 37 BSMS34-1364-* . ... ... ........ 32 GKDWM30-*M . . ..o 13 GSDM/GKDM/T42-*/S4000 . . . ..... 17
BH-BSM/3BKM 22 ... ........... 37 BSMS 44-1363-*. . . ... .......... 32 GKDWM 30-*M/S4000. . . ... ...... 13 GSDM/GKDM/T44-* . . ... ... .. ... 17
BH-BSM/3BKM 22-380-* . .. ....... 37 CKF64-6-* . . .. .. i 48 GKDWM32-*M . .. ..o 13 GSDM/GKDM/T44-%/S4000 . . ... ... 17
BH-BSM/3BKM 22-380-*/*/*/*. . . . . .. 37 CKF74-7-% oo 48 GKDWM 32-*M/S4000. . . ... ...... 13 GSDM-CC. .o vvoo i 26
BH-BSM/3BKM34 .. ............ 37 CKF94-9-% . . . ... ... .. ... .. ... 48 GKDWM34-*M . . ... ..o 13 GSDM-MC . . ... o 26
BH-BSM/3BKM 34-198-* . . ... ..... 37 CKFL64-6-* . . .. oo 48 GKDWM 34-*M/S4000. . . . ... ... .. 13 GSDWM30-*M . .. ooo e 13
BH-BSM/3BKM 34-198-*/*/*/* . . . . . .. 37 CKFL74-7-* ... o 48 GKDWM40-*M . . ... 13 GSDWM 30-*M/S4000. . . . ........ 13
BH-BSM/3BKM 44 . ... .......... 37 CKFL94-9-* . .. ... ... ... ...... 48 GKDWM 40-¥M/S4000. . . . .. ...... 13 GSDWM32-*M . ... ..o 13
BH-BSM/3BKM 44-193-* . . .. ... ... 37 CKFMF 622-6-* . . ... ... ........ 48 GKDWM42-*M . ..o 13 GSDWM 32-*M/S4000. . . .. ....... 13
BH-BSM/3BKM 44-193-*/*/*/* . . .. .. 37 CKFMF822-8-* . ... ............ 48 GKDWM 42-*M/S4000. . . ... ...... 13 GSDWM34-*M . .. ..o 13
BK22-0............ ... .. ... 33 CKM 622-059-* . . . . ............ 48 GKDWM44-*M . . ... oo 13 GSDWM 34-*M/S4000. . . . .. ...... 13
BK34-0........... .. .. ... ... 33 CKM64-078-% . . .. ... ..o 48 GKDWM 44-*M/S4000. . . . .. ...... 13 GSDWMA40-*M . ... ..o 13
BK44-0............... . ..... 33 CKM74-079-% . . ... ..o 48 GSDF 30-*M/14.5/NPT . . ......... 14 GSDWM 40-*M/S4000. . . . .. ... ... 13
BKF 22-*/14.5/NPT. . . .. ......... 33 CKM 822-287-* . . . ... ... ... .... 48 GSDF 30-*M/14.75/NPT. . . .. ... ... 14 GSDWM42-*M . . . ..o 13
BKF 22-*/18.375/NPT . . . ......... 33 CKM94-080-*. .. .............. 48 GSDF 32-*M/14.5/NPT . .. ........ 14 GSDWM 42-*M/S4000. . . . .. ...... 13
BKF22-*/M18 . . . .. ... oo 33 CKMS 622-059-* . .. ............ 48 GSDF 32-*M/14.75/NPT. . . .. ... ... 14 GSDWM44-*M . . ... ..o 13
BKF22-*/M20 . . ... ............ 33 CKMS 822-287-* . . ... ... ...... 48 GSDF 34-*M/14.5/NPT . .. ........ 14 GSDWM 44-*M/S4000. . . . .. ...... 13
BKF34-*/145/NPT. . ............ 33 CKWM 622-059-%. . .. ........... 48 GSDF 34-*M/14.75/NPT. . . .. ... ... 14 HK4848-314-%. . .. ... ... ... ... 53
BKF 34-*/18.375/NPT . ... ........ 33 CKWM 822-287-*. . . ... ......... 48 GSDF 40-*M/14.5/NPT . ... ....... 14 HKFMF 4800-*. . . .. ............ 53
BKF34-*/M18 ... .............. 33 CKWMS 622-059-% . . .. .......... 48 GSDF 40-*M/14.75/NPT. . . .. ... ... 14 HKFMF 4848-*. . . .. ... ........ 53
BKF34-*/M20. .. .............. 33 CKWMS 822-287-* . . .. .......... 48 GSDF 42-*M/14.5/NPT .. ... ...... 14 HKM 4800-1279-% . . ............ 53
BKF 44-*/145/NPT. . .. .......... 33 CSF622-6-% . .. ... . 48 GSDF 42-*M/14.75/NPT. . . .. ... ... 14 HKM 4824-1884-* . . .. .......... 53
BKF 44-*/18.375/NPT . .. ......... 33 CSF64-6-% . ... .. i 48 GSDF 44-*M/14.5/NPT . .. ........ 14 HKM 4848-1314-* . . . ........... 53
BKF44-*/M18 . .. .............. 33 CSF74-7-% ... o 48 GSDF 44-*M/14.75/NPT. . . .. ...... 14 HSFF4800-*. ... .............. 53
BKF44-*/M20 . . .. ............. 33 CSF822-8-* . . ... 48 GSDF-CC ..ot 26 HSFF4848-* . .. ... ... .. ...... 53
BKF-CC .o oo 44 CSF94-9-% . . ... 48 GSDM30-*M. . . oo 13 HSM 40 HANQW4/2-1668-* . . . . . ... 56
BKFD22-*/M18 . . . . .. ... o 33 CSFF622-6-*. . . .. ... .. ... .... 48 GSDM 30-*M/S4000. . . .. ........ 13 HSM 40 HANQW4/2-1850-*/54000. . . . 56
BKFD34-*/M18 . . .. ............ 33 CSFF822-8-*. . . .. ... ... ... .... 48 GSDM30-0. . . oot 14 HSM 4800-1279-*. . . ... ......... 53
BKFD44-*/M18 . . .. ... .. ...... 33 CSFL64-6-* ... ... i 48 GSDM332-*M. . . oo 13 HSM4824/)+- . ... ... .. ... ... 56
BKM22-380-* .. ............... 32 CSFL74-7-% .. .. 48 GSDM 32-*M/S4000. . . . . .. ... ... 13 HSM 4824-1884-*. . . ... ......... 53
BKM34-198-* . . .. ............. 32 CSFL94-9-* . ... ... . 48 GSDM34-*M. . . ..o oo 13 HSM 4848-1314-*. . . ... ......... 53
BKM44-193-* . . .. ... ... ... ... 32 CSM64-078-% . ... ..o 48 GSDM 34-*M/S4000. . . . . ........ 13 LOCK-APOWER. . . .. ... v 8
BKM-CC. . ........ .. ... 44 CSM74-079-% . . ... i 48 GSDMA40-*M. . . ..o 13 LOCK-DPOWER. . .. ............ 27
BKM-MC ... ... 44 CSM94-080-* . . .. ..o 48 GSDM 40-*M/S4000 . . . .. ........ 13 RKF34-*M/NPT. . ... ... ... ..... 5
BKMS 22-1759-% . . ... ... ...... 32 CSSM 622-059-% . . . ... ... ... 48 GSDM40-0. . . ..o 14 RKF44-*M/NPT. . . . ... oo 5
BKMS 34-1364-* . .. ............ 32 CSSM64-078-* . . . ... .. 48 GSDMA42-*M. . . oo 13 RKF-CC. ... 7
BKMS 44-1363-* . .. ............ 32 CSSM74-079-* . .. ... o 48 GSDM 42-*M/S4000. . . .. .. ...... 13 RKF-MC. . ..o 7
BS22-0........ .. ... .. .. . ... 33 CSSM 822-287-% . . . ... 48 GSDM44-*M. . .. ..o 13 RKFV-CC . .. oo 7
BS34-0 . ... ... .. ... ... 33 CSSM 94-080-* . . . ... ... ... 48 GSDM 44-*M/S4000. . . . ... ... ... 13 RKFV-MC. . ..o 7
BS44-0 . ... ... .. ... . ... 33 CSSMS 622-059-*. . . .. ... ...... 48 GSDMBKM34-0 .. ............. 23 RKM34-*M . ... ... ... o . 5
BSF22-*/145/NPT . . .. .......... 33 CSSMS 822-287-*. . . . .. ... ... ... 48 GSDMBKM44-0 . . ............. 23 RKM 34-*M/S4000. . . . .. ......... 5
BSF 22-*/18.375/NPT . .. ......... 33 CSSWM 622-059-* . . .. .......... 48 GSDMRKM34-0 .. ............. 23 RKM44-*M . ... ... . 5
BSF22-*/M18 . . ... ..o 33 CSSWM 822-287-% . . .. ...t 48 GSDMRKM44-0 .. ............. 23 RKM 44-*M/S4000. . . ... ......... 5
BSF22-*/M20 . . . .............. 33 CSSWMS 622-059-* . . ... ........ 48 GSDM/2GKDM 30 . .. ........... 17 RKM-CC. . ... i 7
BSF34-*/145/NPT. . .. ... ...... 33 CSSWMS 822-287-* . ... ......... 48 GSDM/2GKDM 30-* . . .. ......... 17 RKMV-CC. ...t 7
BSF34-%/18.375/NPT ... ......... 33 GKDF 30-*M/14.5/NPT . .. ........ 14 GSDM/2GKDM 30-%/54000. . . . . . . .. 17 RSF34-*M/NPT. .. .............. 5
BSF34-*/M18 . . . .. ... .. ... 33 GKDF 30-*M/14.75/NPT. . . . . ... ... 14 GSDM/2GKDM 32-% . . . . ... ... ... 17 RSF44-*M/NPT. . ... ............ 5
BSF34-*/M20 . .. .............. 33 GKDF 32-*M/14.5/NPT . ... ....... 14 GSDM/2GKDM 32-*/S4000. . . ... ... 17 RSFRKF34/DS .. ... ... ... .... 8
BSF44-*/145/NPT . ... .......... 33 GKDF 32-*M/14.75/NPT. . . . ... .. .. 14 GSDM/2GKDM 34-* . .. ... ... ... 17 RSFRKF 34/DS/AUX. . . .. ......... 8
BSF 44-*/18.375/NPT . .. ......... 33 GKDF 34-*M/14.5/NPT . ... ....... 14 GSDM/2GKDM 34-%/S4000. . . ... ... 17 RSFRKF44/DS . ... ... ... ...... 8
BSF44-*/M18 . . . .. ... 33 GKDF 34-*M/14.75/NPT. . . . ... .. .. 14 GSDM/2GKDM 40 . . ... ... o. .. 17 RSF RKF 44/DS/AUX. . . ... ... .. 8
BSF44-*/M20 . . ... ...... .. .... 33 GKDF 40-*M/14.5/NPT . . .. ....... 14 GSDM/2GKDM 40-* . . .. ... ... ... 17 RSF-CC . .. 7
BSFD22-*/M18 . . . . ... .. .. .. .. 33 GKDF 40-*M/14.75/NPT. . . . .. .. ... 14 GSDM/2GKDM 40-*/S4000. . . . .. ... 17 RSF-MC. . .o 7
BSFD34-*/M18 . ... ............ 33 GKDF 42-*M/14.5/NPT . ... ....... 14 GSDM/2GKDM 42-* .. .. ... ... ... 17 RSFV-CC ... 7
BSFD44-*/M18 . . .. ............ 33 GKDF 42-*M/14.75/NPT. . . . . ... ... 14 GSDM/2GKDM 42-*/S4000. . . . .. ... 17 RSFV-MC. .. oo 7
BSK-CC ... 44 GKDF 44-*M/14.5/NPT . ... ....... 14 GSDM/2GKDM 44-* . . . ... ... ... 17 RSM34-*M. . ..o 5
BSM22-380-% . . ... ... 32 GKDF 44-*M/14.75/NPT. . . ... ... .. 14 GSDM/2GKDM 44-%/S4000. . . . . . . .. 17 RSM 34-*M/S4000 . . . ... ......... 5
BSM34-198-% . . .. ... .. ...... 32 GKDF-CC. ... o 26 GSDM/GKDM/BKM 34. . . ... ...... 17 RSM44-*M. . . .. oo 5
BSM44-193-* . . ... ... ... ... 32 GKDM30-*M . . ..o 13 GSDM/GKDM/BKM 34-¥/S4000. . . . . . 17 RSM 44-*M/S4000 . . . ... ......... 5
BSM/2BKM22. ... ............. 36 GKDM 30-*M/S4000. . ... ........ 13 GSDM/GKDM/BKM 44. . . ... ...... 17 RSM-CC. ..o 7
BSM/2BKM 22-380-*. . . . . ... ... .. 36 GKDM30-0. . . . oo 14 GSDM/GKDM/BKM 44-¥/S4000. . . . . . 17 RSMV-CC. . ... o 7
BSM/2BKM 22-380-*/*/* . ... ... ... 36 GKDM32-*M . ..o 13 GSDM/GKDM/RKM 34-* . ... ... ... 17 SH-BKM/BSM/BKM 22. . . ... ...... 36
BSM/2BKM34. ... ............. 36 GKDM 32-*M/S4000. . . .. ........ 13 GSDM/GKDM/RKM 34-*¥/S4000. . . . . . 17 SH-BKM/BSM/BKM 22-380-*. . . .. ... 36
BSM/2BKM 34-198-*. . . . .. ....... 36 GKDM34-*M .. ... ... ... ... 13 GSDM/GKDM/RKM 44-* . .. ... ... 17 SH-BKM/BSM/BKM 22-380-*/*/* . . . .. 36
BSM/2BKM 34-198-*/*/* . ... ... ... 36 GKDM 34-*M/S4000. . . . .. ....... 13 GSDM/GKDM/RKM 44-¥/S4000. . . . . . 17 SH-BKM/BSM/BKM 34. . ... ....... 36
BSM/2BKM44. . ... ... ... .. .. .. 36 GKDM40-*M . .. .. ... 13 GSDM/GKDM/T30-* . . . . ... ...... 17 SH-BKM/BSM/BKM 34-198-*. . . ... .. 36
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SH-BKM/BSM/BKM 34-198-*/*/* . . . .. 36 SH-GSDM/2GKDM 30-*. . . .. ... ... 18 SH-GSDM/GKDM/RKM 44-*¥/5S4000. . . . 18
SH-BKM/BSM/BKM 44. . . . . ... .. .. 36 SH-GSDM/2GKDM 30-*/54000 . . . . .. 18 SH-GSDM/GKDM/T30-*. . . .. ... ... 18
SH-BKM/BSM/BKM 44-193-*. . . . .. .. 36 SH-GSDM/2GKDM 32-% . . ... ... ... 18 SH-GSDM/GKDM/T30-*/S4000 . . . . . . 18
SH-BKM/BSM/BKM 44-193-*/*/* . . . .. 36 SH-GSDM/2GKDM 32-¥/54000 . . . . .. 18 SH-GSDM/GKDM/T32-*. . ... .... .. 18
SH-BKM/BSM/T22-380-* . . .. ...... 36 SH-GSDM/2GKDM 34-* . . . .. ... ... 18 SH-GSDM/GKDM/T32-*/S4000 . . . . . . 18
SH-BKM/BSM/T34-198-* . . ... ..... 36 SH-GSDM/2GKDM 34-¥/S4000 . . . . .. 18 SH-GSDM/GKDM/T34-*. . . .. ... ... 18
SH-BKM/BSM/T44-193-* . . .. ... ... 36 SH-GSDM/2GKDM 40 . . . ... ... ... 18 SH-GSDM/GKDM/T34-*/S4000 . . . . . . 18
SH-BSM/2BKM 22 .. ............ 36 SH-GSDM/2GKDM 40-* . . . .. ... ... 18 SH-GSDM/GKDM/T40-*. . . . ... .... 18
SH-BSM/2BKM 22-380-* . ... ...... 36 SH-GSDM/2GKDM 40-*/54000 . . . . .. 18 SH-GSDM/GKDM/T40-*/S4000 . . . . . . 18
SH-BSM/2BKM 22-380-*/*/* . . . ... .. 36 SH-GSDM/2GKDM 42-* . . . .. ... ... 18 SH-GSDM/GKDM/T42-*. . ... ... .. 18
SH-BSM/2BKM 34 ... ........... 36 SH-GSDM/2GKDM 42-¥/S4000 . . . . .. 18 SH-GSDM/GKDM/T42-*/S4000 . . . . . . 18
SH-BSM/2BKM 34-198-* . ... ...... 36 SH-GSDM/2GKDM 44-* . . ... ... ... 18 SH-GSDM/GKDM/T44-*. . . .. ... ... 18
SH-BSM/2BKM 34-198-*/*/* . . . ... .. 36 SH-GSDM/2GKDM 44-¥/S4000 . . . . .. 18 SH-GSDM/GKDM/T44-*/S4000 . . . . .. 18
SH-BSM/2BKM 44 . .. ........... 36 SH-GSDM/GKDM/BKM 34 . . . ... ... 18 SH-HSM/2HKM 4824 . . ... ....... 56
SH-BSM/2BKM 44-193-* . ... ... ... 36 SH-GSDM/GKDM/BKM 34-*/54000. . . . 18 WKM 34-*M/S4000 . . ............ 5
SH-BSM/2BKM 44-193-%/*/* . . . ... .. 36 SH-GSDM/GKDM/BKM 44 . . . ... ... 18 WKM 44-*M/S4000 . . ............ 5
SH-BSM/BKM/T22-380-% . ... ...... 36 SH-GSDM/GKDM/BKM 44-*/S4000. . . . 18 WSM 34-*M/S4000. . . . .. ....... .. 5
SH-BSM/BKM/T34-198-* . . ... ..... 36 SH-GSDM/GKDM/RKM 34-* . . . ... .. 18 WSM 44-*M/S4000. . . . ... ooo ot 5
SH-BSM/BKM/T44-193-* . . .. ... ... 36 SH-GSDM/GKDM/RKM 34-*/54000. . . . 18

SH-GSDM/2GKDM 30 . . ... ....... 18 SH-GSDM/GKDM/RKM 44-* ... .. .. 18
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TURCK sells its products through Authorized Distributors. These distributors provide our customers
with technical support, service and local stock. TURCK distributors are located nationwide —
including all major metropolitan marketing areas.

For Application Assistance or for the location of your nearest TURCK distributor, call:
1-800-544-7769

Specifications in this manual are subject to change with out notice. TURCK also reserves the right to
make modifications and makes no guarantee of the accuracy of the information contained herein.
Literature and Media questions or concerns?

Contact Marketing Communications TURCK USA - media@turck.com
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3000 Campus Drive
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Phone: (763) 553-7300
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J=)] MExico
TURCK MEXICO S. DER.L. DE C.V.

Carr. Saltillo-Zacatecas km 4.5 Nave 35
Parque Industrial “La Angostura”
Saltillo, COAH. C.P. 25315

México

Phone: +52 (844) 411-6650

Fax: +52 (844) 482-6926

Local Toll Free: 01-800-01-88725
E-mail: mexico@turck.com

I*I CANADA

Chartwell Automation Inc.
140 Duffield Drive
Markham, Ontario
Canada, L6G 1B5

Phone: (905) 513-7100
Fax: (905) 513-7101
Toll Free: 1-877-513-7769
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TURCK Australia Pty. Ltd.
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Australia
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WORLD HEADQUARTERS
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