LCF25LEVMP
Image Processing — C-mount Lens

Features
M30x0.5-6g 1-32UN-2A B With focus and iris lock
233 217 M For VE Smart Camera
M Focal distance 25 mm
B Minimum operating distance: 310 mm
B Minimum view field: 78 x 59 mm
BEEE B Format: 2/3"
—27.7 9.8
45.3
Technical data
Type LCF25LEVMP
ID 3097349
Resolution 1600 x 1200 pixels

Lens format

2/3"

Minimum opening size

1,8 Megapixels

Brennweite

25 mm

Special features

Adjustable orifice
Adjustable focus
Closing orifice

Fixed focus
Accessories
Dimension drawing Type ID
FLTPRO032-27 3084797 Polarization filter, 27 mm diameter
suitable for LCFxxLEVMP lenses
FLTI850-27 3097532 Bandpass filter infrared, 27 mm
diameter suitable for LCFxxLEVMP
lenses
FLTR660-27 3097531 Bandpass filter dark red, 27 mm
diameter suitable for LCFxxLEVMP
lenses
FLTR635-27 3097530 Bandpass filter red, 27 mm diameter
suitable for LCFxxLEVMP lenses
FLTG525-27 3097529 Bandpass filter green, 27 mm diameter

suitable for LCFxxLEVMP lenses
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